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Permit Number:R30-03300001-2006
PermitteeGrafTech International Holdings Company, Inc.
Facility Name: Anmoore Facility
Mailing Address:P.O. Box 2170
Clarksburg, WV 26302-2170

This permit is issued in accordance with the WasfiMa Air Pollution Control Act (West Virginia Gie 8§ 22-5-1 et seq.)
and 45CSR30 — Requirements for Operating Perriiit® permittee identified at the above-referenceditiais authorized
to operate the stationary sources of air pollutaidentified herein in accordance with all terms ara@hditions of this

permit.

Facility Location: Anmoore, Harrison County, W&4tginia
Mailing Address: P.O. Box 2170
Clarksburg, WV 263027P
Telephone Number:(304) 624-7651
Type of Business Entity: Corporation
Facility Description: Carbon and Graphite Manufaictg Facility
SIC Codes: 3624
UTM Coordinates: 561 km Easting * 4,345 km Norg ¢ Zone 17

Any person whose interest may be affected, inaydiint not necessarily limited to, the applicantdamy person who
participated in the public comment process, by mrpeissued, modified or denied by the Secretary appeal such action
of the Secretary to the Air Quality Board pursutmarticle one [88 22B-1-1 et seq.], Chapter 22Blef Code of West
Virginia. West Virginia Code §22-5-14.

Issuance of this Title V Operating Permit doessugersede or invalidate any existing permits urseSR13, 14 or 19,
although all applicable requirements from such pigsrgoverning the facility's operation and compliarhave been
incorporated into the Title V Operating Permit.

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006 Revised: June 9, 2009
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1.0  Emission Units

Emiss. | Emiss. Emission Unit Description Year Design Capacity Control Device

Point | Unit ID Installed

ID

300 300 Natural Gas Boiler 1981 11.0 MMBtu/hr None

301 301 Natural Gas Boiler 1960 8.6 MMBtu/hr None

308 308 Natural Gas Boiler 1960 15.5 MMBtu/hr None

309 309 Natural Gas Boiler 1960 13.0 MMBtu/hr None

001 001A Storage Silo 1950 25 TPH 001 Bin Vent

002 002A Storage Silo 1950 25 TPH 002 Bin Vent

003 003A Storage Silo 1950 25 TPH 003 Bin Vent

004 004A Storage Silo 1950 25 TPH 004 Bin Vent

005 005A Storage Silo 1950 25 TPH 005 Bin Vent

006 006A Storage Silo 1950 25 TPH 006 Bin Vent

007 007A Storage Silo 1970 25 TPH 007 Bin Vent

008 008A Storage Silo 1970 25 TPH 008 Bin Vent

009 009A Storage Silo 1970 25 TPH 009 Bin Vent

010 010A Storage Silo 1970 25 TPH 010 Bin Vent

011 011A Storage Silo 1970 25 TPH 011 Bin Vent

012 12A Bucket Elevator 1967 25 TPH 012 Baghouse
12B Surge Bin 1967 25 TPH 012 Baghouse
12C Cont. Fill Station Silos 1-6 1970 2 TPH 012 Baghouse
12D Cont. Fill Station Silo 4 1970 2 TPH 012 Baghouse
12E Rail Car Unloading 1998 25 TPH 012 Baghouse

013 013 Baghouse 1950 6670 CFM APCD
013A Crusher 1950 4 TPH 013 Baghouse
013B Bucket Elevator 1950 4 TPH 013 Baghouse
013C Storage Bin At Track 1972 4 TPH 013 Baghouse
013D Bin 1950 4 TPH 013 Baghouse
013E Covered Conveyor Belt 1950 4 TPH 013 Baghouse
013F Rail Car Load Vent 10 TPH 013 Baghouse

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006 Revised: June 9, 2009
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1.0  Emission Units
014 014 Baghouse (#1) 1950 12,800 CFM APCD
014A Bucket Elevator 1940 17 TPH 014 Baghouse
014B #1 Mill Elevator 1940 17 TPH 014 Baghouse
014C Small Crusher 1950 17 TPH 014 Baghouse
014D Smooth Roll Crusher 1950 17 TPH 014 Baghouse
014E #1 Coke Elevator 1950 17 TPH 014 Baghouse
014F NA Receiver Bin 1950 25 TPH 014 Baghouse
015 015 Baghouse (#2) 6,500 CFM
015A Coke Flour Bin 1940 8 TPH 015 Baghouse
015B Coke Particle Bin 8 TPH 015 Baghouse
016 016 #1 Mill Baghouse 1940 10,000 CFM
016A Mill Cyclone 4 TPH 016 Baghouse
017 017 #2 Mill Baghouse 1940 10,000 CFM
017A Mill Cyclone 4 TPH 017 Baghouse
018 018 Baghouse (#3 R. Mill) 1950-1940 7,000 CFM
018A Mill Cyclone 4 TPH 018 Baghouse
019 019 Baghouse 1987 13,000 CFM
019A Pitch Mill, G50/90 1987 3 TPH 019 Baghouse
019B Weigh Hopper/Blender 1987 3 TPH 019 Baghouse
019C Mixer 1987 3 TPH 019 Baghouse
019D Mixer 1987 3 TPH 019 Baghouse
019H Container Loading Station 1987 3 TPH 019 Baghouse
019l Portable Container Fill Station 1987/1986 1 TPH 019 Baghouse
019J Bucket Elevator / Container Filling 1987 1 TPH/ 3 TPH 019 Baghouse
019K CHP Crusher 1TPH
020 020 Baghouse 1950 5,990 CFM 020 Baghouse
020A Crusher 1950 10 TPH 020 Baghouse
020B Rotex 1950 10 TPH 020 Baghouse
021 021 Receiver Vent 1972 NA
021A Pitch Airveyor Receiver 1972 10 TPH 021 Bin Vent
/ Pencil Pitch Recv Bin 1970 40 TPH

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006 Revised: June 9, 2009
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1.0 Emission Units

022 022 Baghouse #3 1962-1947 3,580 CFM 022 Baghouse
022A Dust Bin 1947 20 TPH 022 Baghouse
022B Particle Bin 1947 20 TPH 022 Baghouse
022C Dust Bin 1947 10 TPH 022 Baghouse
022D Particle Cont. Fill Station 1947 10 TPH 022 Baghouse
022E Dust Container Fill Station 1947 10 TPH 022 Baghouse
022F #1 Particle Bin 1950 17 TPH 022 Baghouse
022G Bucket Elevator 1950 17 TPH 022 Baghouse
022H Screw Conveyor 4th Floor 1950 17 TPH 022 Baghouse
0221 3rd Floor Screw Conveyor 1950 17 TPH 022 Baghouse
022J 3rd Floor Screw Conveyor 1950 17 TPH 022 Baghouse
022K 3rd Floor Screw Conveyor 1950 17 TPH 022 Baghouse
022L 3rd Floor Screw Conveyor 1950 17 TPH 022 Baghouse
022M 3rd Floor Screw Conveyor 1950 17 TPH 022 Baghouse
022N Recv Bin Silos 1-6 or BO fr Silo 7 or 8 1974 17 TPH 022 Baghouse
0220 Recv Bin frm Silos 7 or 8 1974 17 TPH 022 Baghouse
022P 3rd Floor Screw Conveyor 1962 4 TPH 022 Baghouse
015C PGW Weigh Hopper 1979 4 TPH 022 Baghouse
015D Manual Charge Station 1979 0.1 TPH 022 Baghouse
015E Manual Charge Station 1979 0.1 TPH 022 Baghouse
026S 40" Batch Car “Boot Attachment” 1962 16 TPH 022 Baghouse

023 023 House Air Veyor 1962 20 TPH 023 Filtered Vent

024 024 House Air Veyor 1962 20 TPH 024 Filtered Vent

025 025 Bin Vent 1962 NA 025 Baghouse
025A Hopper 1962 5TPH 025 Baghouse

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006 Revised: June 9, 2009
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1.0 Emission Units

026 026 Baghouse 1940 15,000 CFM APCD
026A #4 BO Flour Bin 1940 10TPH 026 Baghouse
026B Green Scrap Bin #3 1940 10 TPH
026C Pitch Bin 1940 1TPH
026D Particle Bin #6 1940 10 TPH
026E Bin 15B 1962 16 TPH

026F Bin 15A
026G Bin 15
026H Bin 16
026l Bin 17
026J Bin 18
026K Bin 19
026L Bin 20
026M Bin 21

026N Bin 22 7

0260 | Bin 23 A

026P Bin 24 1962 16 TPH A\

026Q Batch Scales 1962 16 TPH

026R Batch Scales 1962 16 TPH 026 Baghouse

026V Container Fill Station 1972 5TPH 026 Baghouse
026 027 Baghouse (Same BH as 026 above) 1961 15,000 CFM APCD

027A Rail Load Out 1977 40 TPH 026 Baghouse

027B Dust Rolloff / Super Sack Loading 1962 8 TPH

027C Charge Port 1 1962 8 TPH

027D Charge Port 2 1962 8 TPH

027E Charge Port 3 1962 8 TPH

027F Charge Port 4 1962 8 TPH

027G Charge Port 5
027H Charge Port 6
0271 Charge Port 7
027J Charge Port 8
027K Charge Port 9

027L | Charge Port 10 1962 8 TPH v
030 030 Dust Injection Baghouse 2008 50,000 CFM APCD
030A Mixer #3 40" Press System 1962 4 TPH
030B Mixer #4 40" Press System 1962 4 TPH 030 Baghouse
030C Cooler #2 40" Press System 1962 4 TPH 030 Baghouse

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006 Revised: June 9, 2009
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030 031A Mixer #1 40" Press Decomissioned 1962
031B Mixer #2 40" Press Decomissioned 1962
031C Cooler#1 40" Press Decomissioned 1962
031D Conveyor Belt 1962 4 TPH 030 Baghouse
031 031 Dust Injected Baghouse 2008 10,000 CFM APCD
032A Mixer #1 for PGW Press System 1967 2TPH
032B Mixer #2 for PGW Press System 1967 2TPH
032C Belt Conveyor 1967 8 TPH
032D PGW Press, Mold Filling Hood 1967 2 TPH 031 Baghouse
019E G50/90 Mixer Discharge Belt Conveyor 1987 3 TPH 031 Baghouse
019G G50/90 Mixer Discharge Inclined Belt 1987 3TPH 031 Baghouse
Conveyor
030 033A Mixer #5 40" Press System 1962 4 TPH 030 Baghouse
033B Mixer #6 40" Press System 1962 4 TPH 030 Baghouse
033C Cooler #3 40" Press System 1962 4 TPH 030 Baghouse
030 034A Mixer #7 40" Press System 1962 4 TPH 030 Baghouse
034B Mixer #8 40" Press System 1962 4 TPH 030 Baghouse
034C Cooler #4 40" Press System 1962 4 TPH 030 Baghouse
030 035A Mixer #9 40" Press System 1962 4 TPH 030 Baghouse
035B Mixer #10 40" Press System 1962 4 TPH 030 Baghouse
035C Cooler #5 40" Press System 1962 4 TPH 030 Baghouse
035D Vacuum Pump,40" Extruder, 1962 N/A 030 Baghouse
035E Discharge Chute for 035 covered conveyat962 4 TPH 030 Baghouse
090 090A Bld 3 Housekeeping Vac Sys Prim Sepa 1995 1TPH None
090B Bld. 3 Housekeeping Vac Sys Sec Sepa. 1995 1TPH 090 Internal Filter
091 091 Pitch Receiver Vent 1997 NA 091 Filter Vent
091A Pitch Receiver 1986 3TPH 091 Filter Vent
092 092 Air Classifying Mill Receiver Bin 1996 3TPH 092 Filter Vent
036 036 Baghouse 1962 10,500 CFM APCD
036A Duplex Mill 1962 0.12 TPH 036 Baghouse
037 037 Baghouse 1962 4,500 CFM APCD
037A Vertical Mill 1962 5 TPH 037 Baghouse
037B Niles Lathe 1962 5 TPH 037 Baghouse
037C Gardner Grinder 1962 5TPH 037 Baghouse

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006 Revised: June 9, 2009
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1.0  Emission Units
038 038 Baghouse 1962 7,050 CFM APCD
038A Lathe 1962 5 TPH 038 Baghouse
038B End Face 1962 20 TPH 038 Baghouse
039 039 Baghouse 1962 14,000 CFM APCD
039A Hydrotel 1962 5TPH 039 Baghouse
039B Shot Blast Feed Rail 1962 40 TPH 039 Baghouse
040 040 Baghouse 1962 17,800 APCD
040A Shot Blast - Main Unit 1962 40 TPH 040 Baghouse
040B Bag Lump Breaker/Unloading Station = 2009 1TPH 040 Baghouse
040C Primary Lump Breaker 2009 1TPH 040 Baghouse
040D Screw Conveyor 2009 1TPH 040 Baghouse
040E Pitch ParticleElevator 2009 1TPH 040 Baghouse
040F | Pitch Melter Tank 2009 0.125 TPH 040 Baghouse
040G Pitch Pump 2009 0.5 TPH 040 Baghouse
041 041A ESP 1 1986 10,000 CFM APCD
041B ESP 2 1986 10,000 CFM APCD
041C Autoclave 1986 1.25TPH 041 Aor B ESP
041D Pitch Storage Tank #33 1986 37,120 Gal Tank | None
041E Vacuum Pump System 1986 NA None
042 042 Baghouse 1962 10,050 CFM APCD
042A Building 29 Floor Dump 1962 20 TPH 042 Baghouse
042B Bldg 29 Floor Screw Conveyor 1962 20 TPH 042 Baghouse
042C Bldg 29 Mill Rm. Screw Conveyor 1962 20 TPH 042 Baghouse
042D Loading Pit Sand Bin Screw Conveyor | 1962 20 TPH 042 Baghouse
042E Sand Pack Dispensing / Storage Bin 1962 20 TPH 042 Baghouse
042F Sagger Filling / Packing Pit 1962 20 TPH 042 Baghouse
043 043 Baghouse 1962 30,000 CFM APCD
043A Bucket Elevator 1962 20 TPH 043 Baghouse
043B Hummer 1962 20 TPH 043 Baghouse
043C Bucket Elevator 1962 20 TPH 043 Baghouse
043D Outside Sand Bin 1962 20 TPH 043 Baghouse
044 044A- | Bake Department Pit Baking Furnaces = 1972 2.62 TPH Flue Gas
044s Bld. 30 Recirculation
045 045A- | Bake Department Pit Baking Furnaces = 1972 2.62TPH Flue Gas
045T Bld. 29 Recirculation

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006 Revised: June 9, 2009
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1.0  Emission Units
046 046 Baghouse 1962 8,600 CFM APCD
046A Storage Bin 1962 40 TPH 046 Baghouse
046B Airveyor Receiver 1962 20 TPH 046 Baghouse
046C Hummer 1962 40 TPH 046 Baghouse
046D Over/Undersize Fill Station 1962 1 TPH 046 Baghouse
046E Bucket Elevator 1962 40 TPH 046 Baghouse
047 047 Baghouse 1962 6,800 CFM APCD
047A Sand Dump / Hopper Fill Stati9on 1962 40 TPH 047 Baghouse
047B Belt Conveyer 1962 40 TPH 047 Baghouse
048 048 Baghouse 1962 12,100 CFM APCD
048A Bucket Elevator 1962 40 TPH 048 Baghouse
048B Pack Return Hopper 1962 40 TPH 048 Baghouse
048C Pack Dispensing Station Hopper 1962 40 TPH 048 Baghouse
048D Bucket Elevator 1962 40 TPH 048 Baghouse
048E Witte Screener 1962 40 TPH 048 Baghouse
048F Sand Pack Storage Bin 1962 40 TPH 048 Baghouse
048G Bldg. 29 Over/ Undersize Fill 1962 1TPH 048 Baghouse
048H Sand Bin 1962 20 TPH 048 Baghouse
049 049 Powered Bin Vent 1987 800 CFM Bin Vent APCD
049A Bulk Sand Storage Silo 1962 40 TPH 049 Bin Vent
055 055 Wet Scrubber 1986 5000 CFM
055A #1 Small Diameter Induction Furnace 1986 0.08 TPH 055 wet scrubber
055B #2 Small Diameter Induction Furnace 1986 0.08 TPH for all
055C #3 Small Diameter Induction Furnace 1986 0.08 TPH
055D #4 Small Diameter Induction Furnace 1986 0.08 TPH
055E #1 Large Diameter Induction Furnace 1986 0.11 TPH
055F #2 Large Diameter Induction Furnace 1986 0.11 TPH
055G #3 Large Diameter Induction Furnace 1986 0.11 TPH
055H Chlorine Cylinder Storage Cabinet 1997 NA
055l Chlorine Cylinder Storage Cabinet 1997 NA
079 079 Scrubber 1997 50 CFM APCD
079A Chlorine Cylinder Storage Cabinet 1997 NA 079 scrubber for
079B Autoclave 1 (Vacuum Furnace) 1997 0.02 all
079D Sealant Pump Separator 1997 NA

West Virginia Department of Environmental Protectio Division of Air Quality
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1.0 Emission Units
056 056 Baghouse (BO Tower) 1980 15,900 CFM APCD

056A Bin 1980 10 TPH 056 Baghouse for

056B Large Rotex 1980 10 TPH all

056C Small Rotex 1980 10 TPH

056D Bin 1980 10 TPH

056E Crusher Feed Bin 1980 5TPH

056F Crusher 1980 5TPH

056G Elevator 1980 10 TPH

056H Rail Car Loading 1980 20 TPH

056l Fines Bin 1980 10 TPH

056J Particle Storage Bin 1980 10 TPH

056K Particle Storage Bin 1980 10 TPH

056L Particle Storage Bin 1980 10 TPH

056M Particle Storage Bin 1980 10 TPH

056N Fine Container Fill Station 1980 10 TPH

0560 Container Fill Station 1980 10 TPH

056P Container Fill Station 1980 10 TPH

056Q Container Fill Station 1980 10 TPH

056R Container Fill Station 1980 10 TPH

056S Truck/ Rail Car Loading Station 1980 20 TPH
057 057 Baghouse - Zone 11 1981 15,900 SCFM APCD
058 058 Baghouse - Zone 10 1981 15,900 SCFM APCD
059 059 Baghouse - Zone 8 1981 15,900 SCFM APCD
060 060 Baghouse - Zone 7 1981 15,900 SCFM APCD
061 061 Baghouse - Zone 6 1981 15,900 SCFM APCD
062 062 Baghouse - Zone 5 1981 15,900 SCFM APCD
063 063 Baghouse - Zone 4 1981 15,900 SCFM APCD
064 064 Baghouse - Zone 3 1981 15,900 SCFM APCD
065 065 Baghouse - Zone 2 1981 15,900 SCFM APCD
066 066 Baghouse - Zone 1 1981 15,900 SCFM APCD
067 067 Baghouse - Zone 12 1997 28,800 SCFM APCD
076 076 Baghouse - Zone 9 1981 15,900 SCFM APCD

West Virginia Department of Environmental Protectio Division of Air Quality

Approved: 03-16-2006 Revised: June 9, 2009
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1.0 Emission Units
070 070 4th Floor Baghouse 1965 14,000 CFM APCD
070A Rotex #1 1982 40 TPH 070 Baghouse for
070B Rotex #2 1982 40 TPH all
070C Receiver Bin 1982 NA
070D #3 Bin 1965 20 TPH
070E #2 Bin 1965 20 TPH
070F Bin #5 1965 20 TPH
070G Bin #6 1965 20 TPH
070H Bin #1 1965 20 TPH
070l Bin #4 1965 20 TPH
070J Screw Conveyor 1965 20 TPH
070K Bin #10 1965 20 TPH
070L Bin #11 1965 20 TPH
070M Bin #12 1965 20 TPH
070N Bin #13 1965 20 TPH
0700 Bin #14 1965 20 TPH
070P Bin #15 1965 20 TPH
070Q Bin #20 1965 20 TPH
070R Bin #21 1965 20 TPH
070S Bin #22 1965 20 TPH
070T Bin #23 1965 20 TPH
070U Bin #24 1965 20 TPH
o70v Bin #25 1965 20 TPH
o70W Bin #26 1965 20 TPH

West Virginia Department of Environmental Protectio Division of Air Quality

Approved: 03-16-2006 Revised: June 9, 2009
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1.0  Emission Units
074 074 Baghouse 1965 70,000 CFM APCD
074A Oversize Container/ Supersack Fill Statiorl965 5TPH 074 Baghouse
for Off-Site Disposal
074B Bucket Elevator #3 1965 40 TPH
074C Pack Hopper Dump Station 1999 40 TPH
074D De Duster 1984 40 TPH
074E Hopper Load Station 2 (Bin #2) 1965 40 TPH
074F Hopper Load Station 3 (Bin #3) 1965 40 TPH
074G Hopper Load Station 4 (Bin #4) 1965 40 TPH
074H Hopper Load Station 5 (Bin #5) 1965 40 TPH
074l Hopper Load Station 6 (Bin #6) 1965 40 TPH
0743 Hopper Load Station 1(Bin #1) 1965 40 TPH
074K Hopper Load Station 11 (Bin #11) 1965 40 TPH
074L Hopper Load Station 10 (Bin #10) 1965 40 TPH
074S Dust Truck Loading 1965 40 TPH
074M Hopper Load Station 13 (Bin #13) 1965 40 TPH
074N Hopper Load Station 22 (Bin # 22) 1965 40 TPH
0740 Hopper Load Station 21 (Bin #21) 1965 40 TPH
074P Hopper Load Station 23 (Bin #23) 1965 40 TPH
074Q Hopper Load Station 25 (Bin #25) 1965 40 TPH
074R Hopper Load Station 26 (Bin #26) 1965 40 TPH
\4
077 077 Vacuum Pump (BO Tower) 1980 1000 CFM 077C Filter Recv.
077A Filter (BO Tower) 1980 NA 077A Sec. Filter
077B Filter (BO Tower) 1980 NA 077B Sec. Filter
o77C Filtered Receiver Bin (BO Tower) 1980 1TPH 077C Filter Recv.
078 078 Natural Gas Fired Incinerator 1995 078=15 APCD
078A Small Car Bottom Furnace 1995 MMBtu/hr 078 Incinerator
078A -2
MMBtu/hr

West Virginia Department of Environmental Protectio Division of Air Quality

Approved: 03-16-2006 Revised: June 9, 2009




Title V Operating Permit R30-03300001-20086M03)
GrafTech International Holdings Inc. « Anmooreiity

Page 15 of 80

1.0 Emission Units
080 080 Natural Gas Fired Incinerator 1997 6821 CFM APCD
080L Car Bottom Furnace #1 1997 0.89 TPH 080 Incinerator
080M Car Bottom Furnace #2 1997 0.89 TPH 080 Incinerator
080N Car Bottom Furnace #3 1997 0.89 TPH 080 Incinerator
080=3.5
MMBtu/hr
080L - 080N =
2.1 MMBtu/hr
094 Walk-in, Natural Gas Fired, 2004 1 MMBtu/hr, 080 Incinerator
Heat treat Oven 011 TPH
095 Walk-in, Natural Gas Fired, 2006 080 Incinerator
Heat treat Oven 1 MMBtu/hr
081 081 081 Incinerator 1995 6821 CFM APCD
081A Car Bottom Furnace #4 YTBI 2.1 MMBtu/hr 081 Incinerator
081B Car Bottom Furnace #5 YTBI 2.1 MMBtu/hr all
081C Car Bottom Furnace #6 YTBI 2.1 MMBtu/hr
081D Car Bottom Furnace #7 YTBI 2.1 MMBtu/hr
Note Permitted by
R13-2058(;
0.89 TPH Process
Wt. Rate each for
081 A-081D
when constructed
082 082 SFGFF Baghouse 1997 20,000 CFM APCD
082C End Trim Saw #1 1997 0.5 TPH 082 Baghouse
082D Supersack Unloading Station 1997 0.5 TPH for all
082E Sagger Unloading 1997 20 TPH
082F Sand Bin 1997 20 TPH
082G Charcoal Bin 1997 1 TPH
082H Green Scrap Bin 1997 1 TPH
0821 Waste Bin 1997 2 TPH
082J Screener 1997 20 TPH
082K Screener 1997 20 TPH
082M IHM Vertical Band Saw 2006 1 TPH
082N Sanding/Grinding 2006 1 TPH
082R IHM Trim Saw 2004 1 TPH
082S IHM Sander 2004/2006 | 1 TPH
082P IHM #1 Router 2004 1 TPH
082Q IHM Router/Saw #2 2004 1 TPH
082S IHM Hand Held Surface Grinder 2004 1 TPH
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1.0  Emission Units
251- NC251 | Cool Down Stack For Furnace # 1 1997 NA 080 Incinerator
257 NC252 | Cool Down Stack For Furnace # 2 1997 NA (found not to need
NC253 | Cool Down Stack For Furnace # 3 1997 NA additional heating
NC254 | Cool Down Stack For Furnace # 4 YTBI NA during cool
NC255 | Cool Down Stack For Furnace # 5 YTBI NA down)
NC256 | Cool Down Stack For Furnace # 6 YTBI NA 081 Incinerator
NC257 | Cool Down Stack For Furnace # 7 YTBI NA
083 Filter receivers for sager unloading wands 1997 20 TPH both vent inside
084 used for sager sand system building 110 6th
floor and are
1997 20 TPH regulated by
R13-2058C
087 G-2 Pack Receiver BifFm Bldg 65 Pack Hoods) 1997 10 TPH 087 Baghouse
G-4 Baghouse Filter 1997 NA
G-5 Secondary Filter 1997 NA
G-7 Blower 1997 2000 CFM
231 231A- | Bld. 59 Acheson Graphitizing Furnaces. 1940 7,023 TPY Bld. designed to
231T Fugitives from roof vents settle out TSP
232 232A- | Bld. 58 Acheson Graphitizing Furnaces. 1940 7,023 TPY Bld. designed to
232T Fugitives from roof vents settle out TSP
235 235A- | Bld. 64 Acheson Graphitizing Furnaces. 1940 7,023 TPY Bld. designed to
235T Fugitives from roof vents settle out TSP
233 233A- | Bld. 51 E-Graphitizing Furnaces. 1992 3,519 TPY None
233F Fugitive from roof vents Reconf.
236 236A- | Bld. 65 E-Graphitizing Furnaces. 1992 3,519 TPY Non e
236F Fugitive from roof vents Reconf.
212 NA - Roof monitor for - Pl building fugitives 1986 NA None
Fugitive
213 NA - Roof monitor fugitives from Bld. 29 1972 NA None
Fugitive | #5 National Pit Baking Furnaces
214 NA - Roof monitor fugitives from Bld. 30 1972 NA None
Fugitive | #5 National Pit Baking Furnaces
299 229A Rigid Insulation Vacuum Pump 1992 NA None - No
229B Vacuum Pump 1992 emissions
229C Vacuum Pump 1992 generated
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1.0  Emission Units
700 700A Vacuum Unit Of Mill 1992 75 Ib/hr 700 Filtered
Exhaust
406 406A Charge Bin 1990 1TPH 406 Bin Vent
306 306A Natural Gas Fired Cure Furnace 1990 1TPH None
401 401 Baghouse 1988 APCD
401A Overfill Container 50 PPH 401 Baghouse
401B Overfill Container 50 PPH 401 Baghouse
241 241 Tectyl 779Bulk Process Oil - Tank Vent 1988 B0 None
053 053A Physical Testing Saw 1997 Relc. | 1 TPH 053 Baghouse
053B Physical Testing Lathe 1997 1TPH "
053C Physical Testing Drill 1997 1TPH "
053D Physical Testing Grinder 1997 1TPH "
407 407A End Facing Saw 1996 39.02 TPH 407 Baghouse
Note: DAQ R13 NPN
402 402 Baghouse 2003 2400 CFM APCD
402A Shipping Table Saw 1991 1TPH 402 Baghouse
402B Shipping Bandsaw 1991 1TPH 402 Baghouse
535 535 Bld. 60 Used Oil Space Heating Unit 1966 .188Bxturtnr
536 536 Bld. 23 Used Oil Space Heating Unit 1998 .185 Btu/hr
276 276 Maintenance Degreasing Units (5) Varies NAfetga Fugitive from
Kleen evaporation only
Self Distilled
215 215 Diesel Fuel Storage Tank 1985 6000 gallon tank oneN
216 216 Unleaded Gasoline Fuel Storage Tank 1985 lalihgank None
217 217 Kerosene Fuel Storage Tank 1985 500 gallon tankNone
209 209 Lab Hood #1 1983 relc. 600 CFM None
210 210 Lab Hood #2 1983 relc. 600 CFM None
211 211 Muffle Furnace Hood (Vents inside Bld 5) 198@8. 400 CFM None
302 302-A Pl Pre Heater 1986 10 TPH None
303 303-A Pl Pre Heater 1986 10 TPH None
304 303-A Pl Pre Heater 1986 10 TPH None
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1.0 Emission Units

320 320-A Pl and Special Products Benco Pre Heater 7 199 10 TPH None
222, 222A T-143 Autoclave 1970 2 TPH None
225, 225A Portable Exhaust Fan 1970 NA None
224 224A Autoclave vent to Atm. 1970 NA None
222 222C Vacuum Pump 1970 NA None
223 223A T-157 Autoclave 1970 2 TPH None
222

307 307 Cure Oven 1988 15 Ton/cycle None
271 271A Over Pressure Vent Tank YTBI 0.25 TPH NA
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2.0.

2.1.

2.2.

General Conditions

Definitions

2.1.1. Allreferences to the "West Virginia Air Raibn Control Act" or the "Air Pollution Control Atmean those
provisions contained in W.Va. Code 8§ 22-5-1 td52P8.

2.1.2. The "Clean Air Act" means those provisionstamed in 42 U.S.C. 88 7401 to 7671q, and reguiati
promulgated thereunder.

2.1.3. "Secretary" means the Secretary of the Deygauttof Environmental Protection or such other gets whom
the Secretary has delegated authority or dutiesjamt to W.Va. Code 88§ 22-1-6 or 22-1-8 (45CSR83@-2.
The Director of the Division of Air Quality is tHgecretary's designated representative for the pagaf this

permit.
Acronyms
CAAA Clean Air Act Amendments NSPS New Source
CBI Confidential Business Information Performance Standards
CEM Continuous Emission Monitor PM Particulate Matter
CES Certified Emission Statement PMy, Particulate Matter less
C.F.R.or CFR Code of Federal Regulations than 10pum in diameter
CcoO Carbon Monoxide pph Pounds per Hour
C.S.R.or CSR Codes of State Rules ppm Parts per Million
DAQ Division of Air Quality PSD Prevention of
DEP Department of Environmental Significant
Protection Deterioration
FOIA Freedom of Information Act psi Pounds per Square Inch
HAP Hazardous Air Pollutant SIC Standard Industrial
HON Hazardous Organic NESHAP Classification
HP Horsepower SIP State Implementation
Ibs/hr Pounds per Hour Plan
LDAR Leak Detection and Repair SO, Sulfur Dioxide
M Thousand TAP Toxic Air Pollutant
MACT Maximum Achievable Control TPY Tons per Year
Technology TRS Total Reduced Sulfur
MM Million TSP Total Suspended
MMBtu/hr or Million British Thermal Units per Particulate
mmbtu/hr Hour USEPA United States
MMCF/hr or Million Cubic Feet Burned per Environmental
mmcf/hr Hour Protection Agency
NA Not Applicable UTM Universal Transverse
NAAQS National Ambient Air Quality Mercator
Standards VEE Visual Emissions
NESHAPS National Emissions Standards for Evaluation
Hazardous Air Pollutants VOC Volatile Organic
NO, Nitrogen Oxides Compounds
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2.3. Permit Expiration and Renewal

2.3.1.

2.3.2.

2.3.3.

2.3.4.

Permit duration. This permit is issued fdixad term of five (5) years and shall expire ba tlate specified
on the cover of this permit, except as provided5€SR830-6.3.b. and 45CSR8§30-6.3.c.
[45CSR830-5.1.b ]

A permit renewal application is timely ifist submitted at least six (6) months prior to tlagedof permit
expiration.
[45CSR830-4.1.a.3]

Permit expiration terminates the sourcelt tigoperate unless a timely and complete renapglication has
been submitted consistent with 45CSR830-6.2. a@bR$30-4.1.a.3..
[45CSR830-6.3.b.]

If the Secretary fails to take final actiomeny or approve a timely and complete permitiappbn before the
end of the term of the previous permit, the peshdll not expire until the renewal permit has biesned or
denied, and any permit shield granted for the peshdll continue in effect during that time.
[45CSR830-6.3.c.]

2.4, Permit Actions

24.1.

This permit may be modified, revoked, reoplegnad reissued, or terminated for cause. Thefdim request
by the permittee for a permit modification, revaoatand reissuance, or termination, or of a natfan of
planned changes or anticipated noncompliance datestany any permit condition.

[45CSR830-5.1.1.3.]

2.5. Reopening for Cause

2.5.1.

This permit shall be reopened and revise@wuady of the following circumstances:

a. Additional applicable requirements under the €laa Act or the Secretary's legislative rules bmeo
applicable to a major source with a remaining petenm of three (3) or more years. Such a reomenin
shall be completed not later than eighteen (18)thwoafter promulgation of the applicable requiretnen
No such reopening is required if the effective d#tthe requirement is later than the date on witieh
permit is due to expire, unless the original pemniainy of its terms and conditions has been extnd
pursuant to 45CSR8830-6.6.a.1.A. or B.

b. Additional requirements (including excess emissioequirements) become applicable to an affected
source under Title IV of the Clean Air Act (Acid pesition Control) or other legislative rules of the
Secretary. Upon approval by U.S. EPA, excess @nissffset plans shall be incorporated into thenie

The Secretary or U.S. EPA determines that theniperontains a material mistake or that inaccurate
statements were made in establishing the emisstanslards or other terms or conditions of the pgermi
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d. The Secretary or U.S. EPA determines that theipenust be revised or revoked and reissued tar@ssu
compliance with the applicable requirements.

[45CSR830-6.6.a.]
2.6. Administrative Permit Amendments

2.6.1. The permittee may request an administratvenit amendment as defined in and according tptbeedures
specified in 45CSR830-6.4.
[45CSR8§30-6.4.]

2.7. Minor Permit Modifications

2.7.1. The permittee may request a minor permit fizadion as defined in and according to the procesigpecified
in 45CSR830-6.5.a.
[45CSR8&30-6.5.a.]

2.8.  Significant Permit Modification

2.8.1. The permittee may request a significant permadification, in accordance with 45CSR§30-6.5dr. permit
modifications that do not qualify for minor permibdifications or as administrative amendments.
[45CSR830-6.5.h.]

2.9. Emissions Trading

2.9.1. No permitrevision shall be required, undera@pproved economic incentives, marketable peyemitgssions
trading, and other similar programs or processestfanges that are provided for in the permit &ad are in
accordance with all applicable requirements.

[45CSR8§30-5.1.h ]

2.10. Off-Permit Changes

2.10.1. Except as provided below, a facility may maky change in its operations or emissions thaitisaddressed
nor prohibited in its permit and which is not catesied to be construction nor modification under arng
promulgated by the Secretary without obtaining merdment or modification of its permit. Such chesg
shall be subject to the following requirements egstrictions:

a. The change must meet all applicable requiremamiismay not violate any existing permit term or
condition.

b. The permittee must provide a written notice ef¢thange to the Secretary and to U.S. EPA within(8y
business days following the date of the changech Swritten notice shall describe each such change,
including the date, any change in emissions, patiistemitted, and any applicable requirement tbatadv
apply as a result of the change.

c. The change shall not qualify for the permit hiel
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d. The permittee shall keep records describing faihges made at the source that result in emissions
regulated air pollutants, but not otherwise regdainder the permit, and the emissions resultiow fr
those changes.

e. No permittee may make any change subject toeaquinement under Title IV of the Clean Air Act (Aci
Deposition Control) pursuant to the provisions 5€$R830-5.9.

f.  No permittee may make any changes which wouldiregreconstruction review under any provision of
Title | of the Clean Air Act (including 45CSR14 ad8CSR19) pursuant to the provisions of 45CSR830-
5.9.

[45CSR§30-5.9]

2.11. Operational Flexibility

2.11.1.

2.11.2.

2.11.3.

The permittee may make changes within tbiéitfaas provided by § 502(b)(10) of the Clean Act. Such
operational flexibility shall be provided in therp@t in conformance with the permit application amplicable
requirements. No such changes shall be a modificander any rule or any provision of Title | bktClean
Air Act (including 45CSR14 and 45CSR19) promulgabgdhe Secretary in accordance with Title | of the
Clean Air Act and the change shall not result ievel of emissions exceeding the emissions allogvahber
the permit.

[45CSR8§30-5.8]

Before making a change under 45CSR830-#&.permittee shall provide advance written notwehe
Secretary and to U.S. EPA, describing the chandpe tmade, the date on which the change will oy,
changes in emissions, and any permit terms andittomglthat are affected. The permittee shalleébéer
maintain a copy of the notice with the permit, #melSecretary shall place a copy with the permnitiépublic
file. The written notice shall be provided to Becretary and U.S. EPA at least seven (7) daystprtbe date
that the change is to be made, except that thisgperay be shortened or eliminated as necessasydbange
that must be implemented more quickly to addreasticipated conditions posing a significant heatiety,
or environmental hazard. If less than seven (¥¥ dmtice is provided because of a need to respué
quickly to such unanticipated conditions, the péemnishall provide notice to the Secretary and BFSA as
soon as possible after learning of the need to rnfakehange.

[45CSR8§30-5.8.a.]

The permit shield shall not apply to changesle under 45CSR830-5.8., except those providedhfo
45CSR8§30-5.8.d. However, the protection of themiteshield will continue to apply to operations and
emissions that are not affected by the change,igedvthat the permittee complies with the terms and
conditions of the permit applicable to such operatiand emissions. The permit shield may be eitfor
emissions and operations affected by the change:

a. If subsequent changes cause the facility's tpasaand emissions to revert to those authorinatié
permit and the permittee resumes compliance wihedhms and conditions of the permit, or

b. Ifthe permittee obtains final approval of a figant modification to the permit to incorporaketchange
in the permit.

[45CSR§30-5.8.c.]
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2.11.4.

"Section 502(b)(10) changes" are changésahdéravene an express permit term. Such chatwest include
changes that would violate applicable requirement®ntravene enforceable permit terms and comditiloat
are monitoring (including test methods), recordlegpreporting, or compliance certification requirents.

[45CSR§30-2.39]

2.12. Reasonably Anticipated Operating Scenarios

2.12.1. The following are terms and conditions &asonably anticipated operating scenarios idedtifi¢his permit.

a.

Contemporaneously with making a change from guegating scenario to another, the permittee shall
record in a log at the permitted facility a recofthe scenario under which it is operating anddoument
the change in reports submitted pursuant to tmestef this permit and 45CSR30.

The permit shield shall extend to all terms amditions under each such operating scenario; and

The terms and conditions of each such alternatieeario shall meet all applicable requirementsthe
requirements of 45CSR30.

[45CSR§30-5.1.i.]

2.13. Duty to Comply

2.13.1. The permittee must comply with all condif@fithis permit. Any permit noncompliance congés a violation
of the West Virginia Code and the Clean Air Act asgrounds for enforcement action by the Secratary
USEPA,; for permit termination, revocation and re&sce, or modification; or for denial of a perneihewal
application.

[45CSR830-5.1.f.1.]

2.14. Inspection and Entry

2.14.1. The permittee shall allow any authorizedesgntative of the Secretary, upon the presentafioredentials
and other documents as may be required by lavwerimmn the following:

a.

At all reasonable times (including all times inieh the facility is in operation) enter upon tregmpittee’s
premises where a source is located or emissioaterkhctivity is conducted, or where records mast b
kept under the conditions of this permit;

Have access to and copy, at reasonable timeseaaxds that must be kept under the conditiorikisf
permit;

Inspect at reasonable times (including all tirmesvhich the facility is in operation) any facibi,
equipment (including monitoring and air pollutioni@rol equipment), practices, or operations regalat
or required under the permit;

Sample or monitor at reasonable times substanmgesrameters to determine compliance with the fterm
or applicable requirements or ascertain the amamdgypes of air pollutants discharged.

[45CSR§30-5.3.b.]
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2.15. Schedule of Compliance

2.15.1. For sources subject to a compliance scheceitfied progress reports shall be submittedssbant with the
applicable schedule of compliance set forth in gasmit and 45CSR830-4.3.h., but at least every&)ix
months, and no greater than once a month, andishiitie the following:

a. Dates for achieving the activities, milestones;ampliance required in the schedule of compliaace
dates when such activities, milestones or compéiamere achieved; and

b. An explanation of why any dates in the schedfileompliance were not or will not be met, and any
preventative or corrective measure adopted.

[45CSR§30-5.3.d.]
2.16. Need to Halt or Reduce Activity not a Defense

2.16.1. It shall not be a defense for a permittesnienforcement action that it would have beenssgyg to halt or
reduce the permitted activity in order to mainteimpliance with the conditions of this permit. Hower,
nothing in this paragraph shall be construed aslyulang consideration of a need to halt or redwtiity as
a mitigating factor in determining penalties fomoompliance if the health, safety, or environmeintglacts
of halting or reducing operations would be moréoserthan the impacts of continued operations.
[45CSR830-5.1.f.2.]

2.17. Emergency

2.17.1.  An "emergency" means any situation arising fromdeuidand reasonably unforeseeable events beyond the
control of the source, including acts of God, whédluation requires immediate corrective actiometstore
normal operation, and that causes the source eeexatechnology-based emission limitation undepérmit,
due to unavoidable increases in emissions attiibeiti'd the emergency. An emergency shall not delu
noncompliance to the extent caused by impropersjgted equipment, lack of preventative maintenance,
careless or improper operation, or operator error.

[45CSR830-5.7.a.]

2.17.2. Effect of any emergency. An emergency démmss an affirmative defense to an action broufgint
noncompliance with such technology-based emissiatations if the conditions of 45CSR830-5.7.c. lanet.
[45CSR830-5.7.b.]

2.17.3. The affirmative defense of emergency shalldbmonstrated through properly signed, contempors
operating logs, or other relevant evidence that:

a. Anemergency occurred and that the permitteedeaify the cause(s) of the emergency;
b. The permitted facility was at the time being mdp operated;

c. During the period of the emergency the permittek all reasonable steps to minimize levels ofssioins
that exceeded the emission standards, or otheireetgnts in the permit; and
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d. Subjectto the requirements of 45CSR830-5.1.cl31t8e permittee submitted notice of the emergémcy
the Secretary within one (1) working day of thegiwhen emission limitations were exceeded dueseto th
emergency and made a request for variance, andpdisable rules provide. This notice, report, and
variance request fulfills the requirement of 45C3®8.1.c.3.B. This notice must contain a detailed
description of the emergency, any steps taken tigaté emissions, and corrective actions taken.

[45CSR§30-5.7.c.]

2.17.4. In any enforcement proceeding, the permgtesking to establish the occurrence of an emeygeas the
burden of proof.

[45CSR§30-5.7.d.]

2.17.5. This provision is in addition to any emergear upset provision contained in any applicablguirement.
[45CSR830-5.7.e.]

2.18. Federally-Enforceable Requirements

2.18.1. All terms and conditions in this permit, includiagy provisions designed to limit a source's poéétdi emit
and excepting those provisions that are speciicikignated in the permit as "State-enforceablig' oare
enforceable by the Secretary, USEPA, and citizeneuthe Clean Air Act.

[45CSR830-5.2.a.]

2.18.2. Those provisions specifically designatethepermit as "State-enforceable only" shall bectifeslerally-
enforceable" requirements upon SIP approval bytBEPA.

2.19. Duty to Provide Information

2.19.1. The permittee shall furnish to the Secretary withirasonable time any information the Secretagyraguest
in writing to determine whether cause exists fodifyang, revoking and reissuing, or terminating fhermit
or to determine compliance with the permit. Upequest, the permittee shall also furnish to theelaxy
copies of records required to be kept by the péemitFor information claimed to be confidentiag permittee
shall furnish such records to the Secretary alaitigavclaim of confidentiality in accordance wite@SR31.
If confidential information is to be sent to USEPAe permittee shall directly provide such inforimatto
USEPA along with a claim of confidentiality in acdance with 40 C.F.R. Part 2.

[45CSR830-5.1.f.5.]

2.20. Duty to Supplement and Correct Information

2.20.1. Upon becoming aware of a failure to submit anywate facts or a submittal of incorrect informatiorany

permit application, the permittee shall promptipsit to the Secretary such supplemental facts oected
information.

[45CSR§30-4.2.]
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2.21. Permit Shield

2.21.1.  Compliance with the conditions of this permit stldeemed compliance with any applicable requirgsne
as of the date of permit issuance provided that applicable requirements are included and areifepdly
identified in this permit or the Secretary has dateed that other requirements specifically ideatifare not
applicable to the source and this permit includeh s determination or a concise summary thereof.
[45CSR8&30-5.6.a.]

2.21.2.  Nothing in this permit shall alter or affect theéldaving:

a. The liability of an owner or operator of a souf@eany violation of applicable requirements prioror
at the time of permit issuance; or

b. The applicable requirements of the Code of WesrgidMa and Title IV of the Clean Air Act (Acid
Deposition Control), consistent with § 408 (a) ld Clean Air Act.

c. The authority of the Administrator of U.S. EPAraguire information under § 114 of the Clean AatA
or to issue emergency orders under § 303 of tharnCAér Act.

[45CSR§30-5.6.c.]
2.22. Credible Evidence

2.22.1. Nothing in this permit shall alter or affém ability of any person to establish compliawié, or a violation
of, any applicable requirement through the useaedible evidence to the extent authorized by I&lething
in this permit shall be construed to waive any deés otherwise available to the permittee incluthimgnot
limited to any challenge to the credible evidende in the context of any future proceeding.
[45CSR8§30-5.3.e.3.B. and 45CSR38]

2.23. Severability

2.23.1. The provisions of this permit are severalflany provision of this permit, or the applicatiof any provision
of this permit to any circumstance is held invddida court of competent jurisdiction, the remaingegmit
terms and conditions or their application to ottiecumstances shall remain in full force and effect
[45CSR830-5.1.e ]

2.24. Property Rights

2.24.1. This permit does not convey any propertiyte@f any sort or any exclusive privilege.
[45CSR8§30-5.1.1.4]

2.25. Acid Deposition Control

2.25.1. Emissions shall not exceed any allowances thatdhece lawfully holds under Title IV of the Cleair Act
(Acid Deposition Control) or rules of the Secretprgmulgated thereunder.
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a. No permit revision shall be required for incressiseemissions that are authorized by allowancgsissd
pursuant to the acid deposition control programyigled that such increases do not require a permit
revision under any other applicable requirement.

b. No limit shall be placed on the number of alloessheld by the source. The source may not, haweve
use allowances as a defense to noncompliance mjtbther applicable requirement.

c. Any such allowance shall be accounted for acogrth the procedures established in rules promedgat
under Title IV of the Clean Air Act.

[45CSR§30-5.1.d.]

2.25.2. Where applicable requirements of the Clemm\&t are more stringent than any applicable regaent of
regulations promulgated under Title IV of the Cl@dnAct (Acid Deposition Control), both provisioshall
be incorporated into the permit and shall be efaite by the Secretary and U. S. EPA.
[45CSR830-5.1.a.2.]
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3.0.  Facility-Wide Requirements

3.1. Limitations and Standards

3.1.1.

3.1.2.

3.1.3.

3.1.4.

3.1.5.

3.1.6.

Open burning. The open burning of refuse by any person, firmpooation, association or public agency is
prohibited except as noted in 45CSR§6-3.1.
[45CSR§6-3.1.)]

Open burning exemptions. The exemptions listed in 45CSR8§6-3.1 are subjetiddollowing stipulation:
Upon notification by the Secretary, no person stalise, suffer, allow or permit any form of opemning
during existing or predicted periods of atmosphstagnation. Notification shall be made by suclamseas
the Secretary may deem necessary and feasible.

[45CSR86-3.2.]

Asbestos.Prior to the commenceme of a demolitior and/o renovatiol activity, the permittet shal caus:the
affectecpariof thefacility tobe thoroughhinspecte for the presenc of asbestos-containiimaterialsinclude
Categor | anc Categor Il nonfriable asbestos-containii materia (ACM). If ACMs are found to be present
anc are subjec to regulatior unde 40 CFk 61, Subpar M, the permittee shall comply with all applicable
requirement of 4C CFR 61, Subpart M, including the filing of the Nimtation of Abatement, Demolition or
Renovation and the observance of the mandatoryatRimg day waiting period.

[40 CFR 8§61.145(a)]

Demolition operations, irrespective of the presemcabsence of ACMs, are also subject to the wcatifin
requiremnts of 40 CFR 8§61.145(b)(1), (2), (3)(I) and (igphd (4)(1) through (vii) and (4)(ix) and (xvi).
Pleas be aware¢thai sectior 3(1) as reference aboverequire: the notificatior to be submittec 1¢ working days
before demolition begins.

[40 CFR 861.145(a)(2)]

*Note: The asbestos inspection must be conducted imdividual holding an asbestos inspector’sisee
valid at the time of the inspection, issued by\t¢ Bureau of Public Health under 64 CSR 63. The
Asbestos Abatement Licensing Rule does not makédiatigiction between friable and non-friable ACMs.
All ACMs must be removed prior to any activity comneing, which will potentially disturb them.

[64 CSR 63]

Odor. No person shall cause, suffer, allow or permitdiseharge of air pollutants which cause or contgbu
to an objectionable odor at any location occupigthle public.
[45CSR§4-3.1 State-Enforceable only.]

Standby plan for reducing emissions.When requested by the Secretary, the permitteé wieglare
standby plans for reducing the emissions of ailupahts in accordance with the objectives set forth
Tables |, Il, and IIl of 45CSR11.

[45CSR811-5.2]

Emission inventory. The permittee is responsible for submitting, oraanual basis, an emission inventory
in accordance with the submittal requirements efivision of Air Quality.
[W.Va. Code § 22-5-4(a)(14)]
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3.1.7.

3.1.8.

3.1.9.

3.1.10.

3.1.11

3.1.12.

Ozone-depleting substancesFor those facilities performing maintenance, serviepair or disposal of
appliances, the permittee shall comply with thed#ads for recycling and emissions reduction pursiee40
C.F.R. Part 82, Subpart F, except as provided fotokVehicle Air Conditioners (MVACS) in Subpart B:

a. Personsopening appliances for maintenanceceserepair, or disposal must comply with the pratdhs
and required practices pursuant to 40 C.F.R. §858Rand 82.156.

b. Equipment used during the maintenance, senagajr, or disposal of appliances must comply with
standards for recycling and recovery equipmentyansto 40 C.F.R. § 82.158.

c. Persons performing maintenance, service, repalisposal of appliances must be certified bypgpmraved
technician certification program pursuant to 40.R.F§ 82.161.

[40 C.F.R. 82, Subpart F]

Risk Management Plan.Should this stationary source, as defined in 40K § 68.3, become subject to Part
68, then the owner or operator shall submit amakagement plan (RMP) by the date specified in #0RC

§ 68.10 and shall certify compliance with the reguients of Part 68 as part of the annual compliance
certification as required by 40 C.F.R. Part 70br 7

[40 C.F.R. 68]

Manufacturing Fugitives. No person shall cause, suffer, allow or permjtraanufacturing process or storage
structure generating fugitive particulate mattespgerate that is not equipped with a system, wimapinclude,

but not be limited to, process equipment desigmtrob equipment design or operation and maintenance
procedures, to minimize the emissions of fugitiaetigulate matter. To minimize means such systeati be
installed, maintained and operated to ensure tivedbfugitive particulate matter emissions reastynab
achievable.

[45CSR87-5.1]

General Fugitive EmissionsThe owner or operator of a plant shall maintairtipalate matter control of the
plant premises, and plant owned, leased or coatta@ltcess roads, by paving, application of asptadmical
dust suppressants or other suitable dust contratures. Good operating practices shall be implesdeand
when necessary particulate matter suppressantbshebplied in relation to stockpiling and genenalterial
handling to minimize particulate matter generatiod atmospheric entrainment

[45CSR87-5.2.]

Potential Hazardous Material Emissions--Rersesponsible for manufacturing process sourceatipas from
which hazardous particulate matter material magrbitted such as, but not limited to, lead, arsexgcyllium
and other such materials shall give the utmost aateconsideration to the potential harmful effexftshe
emissions resulting from such activities. Evaloadiof these facilities as to adequacy, efficiearay emission
potential will be made on an individual basis bg Director working in conjunction with other appriaje
governmental agencies.

[45CSR§7-4.13]

Any stack serving any process source operati air pollution control equipment on any pracesurce
operation shall contain flow straightening devicea vertical run of sufficient length to establikiw patterns
consistent with acceptable stack sampling procedure

[45CSR§7-4.12.]

West Virginia Department of Environmental Protectio Division of Air Quality
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3.2.

3.2.1.

Monitoring Requirements

The permittershal maintair record:indicatinc the use of anydus suppressan or any otheisuitabledust control
measure appliec ai the facility. The permitte« shal alsc inspec all fugitive dus contro system to ensur: that
they are operate anc maintainerin conformanc with their designs The permitte«shal maintair record: of all
schedule ancnon-schedule maintenanc anc shal stat¢any maintenanc or correctiveaction:taken the times
the fugitive dust control system(s) were inoperalvid any corrective actions taken.
[45CSR830-5.1.c.1.B. an45CSR13, Permit R13-2058, (Condition 4.4.6)]

3.3.  Testing Requirements

3.3.1.

3.3.2.

Stack testing. As per provisions set forth in this permit or dsavtvise required by the Secretary, in accordance
with the West Virginia Code, underlying regulatippsrmits and orders, the permittee shall condst{g) to
determine compliance with the emission limitatices forth in this permit and/or established orfegh in
underlying documents. The Secretary, or his duly@rized representative, may at his option witeessnduct
such test(s). Should the Secretary exercise Hisropp conduct such test(s), the operator shallige all
necessary sampling connections and sampling gohts bocated in such manner as the Secretary mayree
power for test equipment and the required safatjpaaent, such as scaffolding, railings and ladderspmply
with generally accepted good safety practices. $&th shall be conducted in accordance with thbads and
procedures set forth in this permit or as otherajggroved or specified by the Secretary in accarelavith the
following:

a. The Secretary may on a source-specific basioapmr specify additional testing or alternativiteg to
the test methods specified in the permit for derrating compliance with 40 C.F.R. Parts 60, 61, 83d
if applicable, in accordance with the Secretaryédedated authority and any established equivalency
determination methods which are applicable.

b. The Secretary may on a source-specific basioapmr specify additional testing or alternativetiteg to
the test methods specified in the permit for denrating compliance with applicable requirementsaklihi
do not involve federal delegation. In specifyimgapproving such alternative testing to the teshods,
the Secretary, to the extent possible, shall etitize same equivalency criteria as would be used in
approving such changes under Section 3.3.1.aiopéimit.

c. All periodic tests to determine mass emissiofitdifiniom or air pollutant concentrations in disadstacks
and such other tests as specified in this pernaill §le conducted in accordance with an approved tes
protocol. Unless previously approved, such prdssball be submitted to the Secretary in writinggast
thirty (30) days prior to any testing and shalltadmthe information set forth by the Secretaryadidlition,
the permittee shall notify the Secretary at ledistefin (15) days prior to any testing so the Secyetay
have the opportunity to observe such tests. Tdtification shall include the actual date and tithoing
which the test will be conducted and, if approgriaterification that the tests will fully conforrmo &
referenced protocol previously approved by the &acy.

[WV Code § 22-5-4(a)(15) and 45CSR13]

Opacity Demonstration. Complience with the opacity standard of 45CSR7 shall beafestrated by
conductinc a 40CFR6( Appendi> A, Methoc 22 visible emission test once per month for each staclkaguri
periods of operation in which particulate mattebéing vented to the emission point being tesfElde test
repor shal documer the date anc time the tes was conducte as well a< what operation were bein¢ vented
durinc the test If emission generating equipment does not opedating any given month it shall be
documented accordingly.

West Virginia Department of Environmental Protectio Division of Air Quality
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Directly following any time opacity is identifiedylthe method 22 observation, the permittee is requio
conduct a 45CSR7A visible emission (VE) test. hi test fails to meet the 20% opacity requiremént o
45CSR8§7-3.1 as well as the limited 40% opacityustifion of 4A5CSR87-3.2 and the excess emissiosodpi
does not qualify for a variance under 45CSR§78e permittee shall comply with the reporting regmients

of 3.5.8. as well as become subject to the follgwasting, recordkeeping and reporting stipulations

The permittee shall accelerate the testing frequeneyetekly 45CSR7A opacity tests. The emission ps)nt(
of concern shall be required to conduct weeklyftas80 days in order to correct or further define problem.
During this 30 day period the company shall docurard maintailall correctiveaction:taken anybackground
information opacity tes reports maintenanc records value: of operatingparametei bein¢ monitorec during
testing etc. Thestdocument shal be kepr on site anc made readily availableto the Directoi upor reques” The
emissiol point may resum: monthly emissiol tes ai the enc of the 30 day perioc if it hasdemonstrate at least
two consecutiv weeks in compliance. If the subject emission poanrot meet the criteria for returning to
monthly testincwithin the 30days adetaileccorrective progran shal be submitte(to DAQ’s Assistan Director

of Compliancianc Enforcemer for approval The program must include, but may not be limited PM stack
testing protoco in accordanc with 45CSR7/ as well as anticipater milestoncdates This corrective program
shal be postmarke na latel thar the 30t day aftel documentin the initial exces opacity conditions During
times of proces exces opacity the permitter shdl maintain and operate manufacturing unit(s) idahg
associate air pollution control equipment in a manner consistent withdgaio pollution control practice for
minimizing emissions.

[45CSR830-5.1.c.1.B. and 45CSR13, Permit R13-20¢, (Condition 4.3.1)]

3.4. Recordkeeping Requirements

3.4.1.

3.4.2.

Monitoring information. The permittee shall keep records of monitoring rimfation that include the
following:

a. The date, place as defined in this permit and tfrsampling or measurements;

b. The date(s) analyses were performed;

c. The company or entity that performed the analyses

d. The analytical technigues or methods used;

e. The results of the analyses; and

f.  The operating conditions existing at the timesafnpling or measurement.

[45CSR830-5.1.c.2.A. an45CSR13, Permit R13-2058, (Condition 4.4.1)]

Retention of records. The permittee shall retain records of all requimexhitoring data and support information
for a period of at least five (5) years from théedaf monitoring sample, measurement, report, agpdin, or
record creation date. Support information inclualesalibration and maintenance records and &jlrat strip-
chart recordings for continuous monitoring instrata¢gion, and copies of all reports required bypkenit.

Where appropriate, records may be maintained irpetenized form in lieu of the above records.
[45CSR830-5.1.c.2.B.]
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3.4.3.

3.4.4.

Odors. For the purposes of 45CSR4, the permittee shatitaiaia record of all odor complaints receivedy an
investigation performed in response to such a caimipland any responsive action(s) taken.
[45CSR830-5.1.c. State-Enforceable only.]

All test reports required by this permit slahlide with the requirements for retaining recaadsspecified in
3.4.2.
[45CSR830-5.1.c.2.B.]

3.5. Reporting Requirements

3.5.1.

3.5.2.

3.5.3.

3.5.4.

Responsible official. Any application form, report, or compliance cediftion required by this permit to be
submitted to the DAQ and/or USEPA shall contairedification by the responsible official that swtéat,
based on information and belief formed after reabtminquiry, the statements and information irdbeument
are true, accurate and complete.

[45CSR830-4.4and §30-5.1.¢.3.D.]

A permittee may request confidential treatmrienthe submission of reporting required unde€88&830-
5.1.c.3. pursuant to the limitations and procedofesV.Va. Code § 22-5-10 and 45CSR31.
[45CSR830-5.1.c.3.E.]

All notices, requests, demands, submissind®ther communications required or permitted tanaée to the
Secretary of DEP and/or USEPA shall be made iringriand shall be deemed to have been duly givemwhe
delivered by hand, mailed first class, or by prevearrier with postage prepaid to the addressée§)ith below
orto such other person or address as the Secoétag/Department of Environmental Protection mhasignate:

If to the DAQ: If to the US EPA:
Director Associate Director
WVDEP Office of Enforcement and Permits Review
Division of Air Quality (3AP12)
601 57th Street SE U. S. Environmental Protection Agency
Charleston, WV 25304 Region I
1650 Arch Street
Phone: 304/926-0475 Philadelphia, PA 19103-2029

FAX: 304/926-0478

Certified emissions statement.The permittee shall submit a certified emissioageshent and pay fees on an
annual basis in accordance with the submittal requents of the Division of Air Quality.
[45CSR830-8.]
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3.5.5.

3.5.6.

3.5.7.

3.5.8.

Compliance certification. The permittee shall certify compliance with theditions of this permit on the forms
provided by the DAQ. In addition to the annual pliance certification, the permittee may be reqiite
submit certifications more frequently under an aggtile requirement of this permit. The annualifieation
shall be submitted to the DAQ and USEPA on or le=fdarch 15 of each year, and shall certify comgksfior
the period ending December 31. The permittee satitain a copy of the certification on site fiwef(5) years
from submittal of the certification.

[45CSR830-5.3.e.]

Semi-annual monitoring reports. The permittee shall submit reports of any requimeahitoring on or before
September 15 for the reporting period JanuaryJutee 30 and on or before March 15 for the repoparpd
July 1 to December 31. All instances of deviafrmm permit requirements must be clearly identifieduch
reports. All required reports must be certifiedabgesponsible official consistent with 45CSR830-4.
[45CSR830-5.1.c.3.A]

Emergencies. For reporting emergency situations, refer to Sec?d 7 of this permit.

Deviations.

a. Inaddition to monitoring reports required bythermit, the permittee shall promptly submit sepmntal
reports and notices in accordance with the follgwin

1. Any deviation resulting from an emergency or zgsadition, as defined in 45CSR§30-5.7., shall be
reported by telephone or telefax within one (1)kirmg day of the date on which the permittee becomes
aware of the deviation, if the permittee desireagsert the affirmative defense in accordance with
45CSR830-5.7. A written report of such deviatishjch shall include the probable cause of such
deviations, and any corrective actions or prevergaheasures taken, shall be submitted and cettifie
by a responsible official within ten (10) days loé tdeviation.

2. Anydeviation that poses animminent and subistatgnger to public health, safety, or the envinent
shall be reported to the Secretary immediatelyabgphone or telefax. A written report of such
deviation, which shall include the probable cauksuch deviation, and any corrective actions or
preventative measures taken, shall be submittedebgesponsible official within ten (10) days of th
deviation.

3. Deviations for which more frequent reportingesjuired under this permit shall be reported on the
more frequent basis.

4. All reports of deviations shall identify the padile cause of the deviation and any correctiveasti
or preventative measures taken.

[45CSR§30-5.1.¢.3.C]

b. The permittee shall, in the reporting of deviasidrom permit requirements, including those atitalble
to upset conditions as defined in this permit, refi probable cause of such deviations and amgctive
actions or preventive measures taken in accordaitbeany rules of the Secretary.
[45CSR830-5.1.c.3.B. an45CSR13, Permit R13-2058, (Condition 4.5.1)]
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3.5.9.

New applicable requirements.If any applicable requirement is promulgated dutivegterm of this permit, the
permittee will meet such requirements on a timelgi§ or in accordance with a more detailed scleeidul
required by the applicable requirement.

[45CSR830-4.3.h.1.B.]

3.6. Compliance Plan

3.6.1.

N/A

3.7. Permit Shield

3.7.1.

3.7.2.

The permittee is hereby granted a permit shielsbzordance with 45CSR830-5.6. The permit shiefilie®
provided the permittee operates in accordancetiithnformation contained within this permit.

The following requirements specifically idéat are not applicable to the source based odéberminations
set forth below. The permit shield shall applythe following requirements provided the conditiamighe
determinations are met.

a. 40CFR6( Subparts K, Ka, Kb —Standards of Performanc&forage Vessels for Petroleum Liquids for
Which Constructior Reconstructiol or Modification Commence After June 11, 1973 anc Prior to May
19, 1978; prior to July 23, 1984, or after July 2384 respectively.

Regardles of the constructiol date thest NSP¢ standard have ar applicability thresholc of eithel 40,000

or 20,00( gallonsin which UCAR Carbor Company Inc. doe«noi satisfy The permittee’s largest volatile
organic liquid tank is less than 10,000 gallons. Therefore, the abefezenced NSPS are applicable
to the following tanks permitted herein:

8,000 gallon, Tectyl 779 Bulk Process Qil Tank, staicted in 1988, Emission Point ID (241)
6,000 gallon, Diesel Fuel Storage Tank, construinteéd®85, Emission Point ID (215)

1,000 gallon, Unleaded Gasoline Fuel Storage Teotkstructed 1985, Emission Point ID (216)
500 gallon, Kerosene Fuel Storage Tank, construc®&&, Emission Point ID (217)

b. 40CFR6( Subpatr Dc—Standarc of Performanc for Smal Industrial-Commercial-Institutional Steam
Generating Units.

UCAR Carbon Company, Inc. operates four boilerdrigathe following characteristics:

Natural Gas Fired Boiler, Constructed in 1981, Batgpacity of 11.0 MMBtu/hr, 1D (300)

Natural Gas Fired Boiler, Constructed in 1960, Batgpacity of 8.6 MMBtu/hr, 1D (301)

Natural Gas Fired Boiler, Constructed in 1960, Ratgpacity of 15.5 MMBtu/hr, 1D (308)

Natural Gas Fired Boiler, Constructed in 1960, Ratepacity of 13.0 MMBtu/hr, 1D (309)

As a result of these boilers being constructedreatoe corresponding applicability date of, Jun&9B9
the boilers listed above were found mothe subject to the above referenced NSPS.
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Approved: 03-16-2006 Revised: June 9, 2009




Title V Operating Permit R30-03300001-20086M03) Page 35 of 80
GrafTech International Holdings Inc. « Anmooreiity

C.

40CFR63 Subpart DDDDD-National Emission StandédsHazardous Air Pollutants for Industrial,
Commercial, and Institutional Boilers and Processtidrs

UCAR is not a major source of Hazardous Air Politsaat this time.
UCAR has three (3) gaseous fuel fired boilers #@natLarge units greater than 10 MMBtu/hr in size
(Emission Unit ID No.s 300, 308, 309)

UCAR filed an “Initial Notification Letter” with tke Agency identifying the three (3) Large Units but
clarifying that it is not a Major Source of HazauddAir Pollutants at this time.
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4.0. Source-Specific Requirements for Boilers [Emisen Point ID(s): 300, 301, 308, and 309]
4.1. Limitations and Standards

4.1.1. No person shall cause, suffer, allow or permit siais of smoke and/ or particulate matter into theroair
from any fuel burning unit which is greater thaf)percent opacity based on a six minute blockayesr

[45CSR§2-3.1.]

4.1.2. Pursuant to 45CSR2, Section 4.1., the typieidb burning units emission points ID 300, 308d&809 shall
not exceed 0.99, 1.36, and 1.17 (Ib/hr) particutad¢ter respectively.

[45CSR§2-4.1.b., Emission Point ID (300, 308, 309)]

4.1.3. Pursuant to 45CSR10, Section 3, the emissib892 from emission points ID 300, 308, and 30&lInot
exceed 35.2, 49.6, and 41.6 (Ib/hr) respectively.

[45CSR§10-3.3.f., Emission Point ID (300, 308, 309)
4.2.  Monitoring Requirements

4.2.1. Compliance with the PM and SO2 emission limitatji@h&.2 and 4.1.3 shall be demonstrated by utdiinly
pipeline quality natural gas as boiler fuel.

[45CSR8§30-12.7, Emission Point ID (300, 308, 309)]

4.3.  Testing Requirements

4.3.1. Atsuchreasonable times as the Director may datdgthe owner or operator of any fuel burning(ghinay
be required to conduct or have conducted teststermline the compliance of such unit(s) with théseian
limitations of 4.1.2. Such tests shall be conddidteaccordance with the appropriate method s¢h farthe
Appendix to this rule or other equivalent EPA apeebmethod approved by the Director. The Direaiphis
duly authorized representative, may at his optidnass or conduct such tests. Should the Direptercise
his option to conduct such tests, the operatorprdlvide all necessary sampling connections angkagn
ports located in such manner as the Director mayire, power for test equipment, and the requieddtg
equipment such as scaffolding, railings and ladtecomply with generally accepted good safety ficas

[45CSR8§2-8.1.b., Emission Point ID (300, 308, 309)]

4.3.2. The Director, or his duly authorized repraative, may conduct such other tests as he n&ay decessary to
evaluate air pollution emissions other than thastechin 4.1.2.

[45CSR§2-8.1.c., Emission Point ID (300, 308, 309)]
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4.4, Recordkeeping Requirements

4.4.1. Theowneloroperatoshal maintair record: of the boiler's operatinilog. Additionally the permittee shall also
maintair record: of the quality anc quantity of fuel corsumed in each fuel burning unit on a annual basis.
Verification of pipeline quality natura gas setisfies the gas quality requirement. Such recamdsto be
maintained on-site and made available to the Doremt his duly authorized representative upon refjue

[45CSR8§2-8.3.c., Emission Point ID (300, 308, 309)]

4.5, Reporting Requirements
45.1. NIA
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5.0. Source-Specific Requirements for the Bake Progg[Emission Point ID(s): 036, 037, 038, 039, 0042,
043, 044, 045, 046, 047, 048, 049, 0823, 084078 080, 081 251-257, 213, 214]

5.1. Limitations and Standards

51.1.

5.1.2.

5.1.3.

5.1.4.

The maximum allowable emissions to the atmosgfronethe heat treat oven, carbottom furnaces, arators,
cooling stacks, associated pack handling systemhsarface preparation equipment are not to exdeed t
limitations set forth in ATTACHMENT A.

The PM emissiol limitations for eact sourctlistec in Attachmen A streamline anc assure complianctwith
45CSR§7-4.1.

[45CSR13, Permit R13-205C, (Condition 4.1.6.), Emission Point ID (082, 08884, 251, 252, 253,
254, 255, 256, 257, 078, C, 081)]

Maximum process throughput shall not exce®8A®000 pounds per year of carbonaceous first padaict
and 3,727,650 pounds per year of first bake prodhegtiving rebake processing.

[45CSR13, Permit R13-205C, (Condition 4.1.12.), Equipment ID (CBF-078, 08()81)]

Each of the incinerators is required to lpieration at all times when servicing one or nfieneaces operating

at temperatures between 26@nd 508C. The maximum number of furnaces within the dsttemperature
(250°C to 500C) range drafting to one (1) incinerator is noekaeeed three (3) at any one time. Heat treat
ovens (094, 095) may vent to the incinerators dyttie operation of a maximum of three (3) of thdbottom
furnaces as stated above.

[45CSR13, Permit R13-205C, (Condition 4.1.13.), Equipment ID (CBF-078, 080081)]

Sulfur content of the pitch shall not excéezlfollowing rolling yearly average amounts:
» 1.5% sulfur content focoal tar pitch used in the first bake furnace
»  3.0% sulfur content fopetroleum based pitchused in the rebake furnace

A rolling yearly average shall mean the averagisgbntent at any given time for the previous twee(12)
consecutive calender months. The rolling yeargrage amounts of sulfur content are to be basedampaual
raw material monitoring data.

Compliance with this Requirement will demonstratenpliance with sulfur dioxide concentration limérm
45CSR810-4.1. and 45CSR13 Permit R13-2058C Conditib. 10.

[45CSR§30-5 .1. and 45CSR13 Permit R13-2(C8(Condition 4.1.14.), Equipment ID(044 045 CBF-
078, 080, 081)]
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5.1.5.

5.1.6.

5.1.7.

5.1.8.

5.1.9.

The operation of the pack handling systerii sbiexceed three saggers loaded/unloaded perdndil,652
saggers per year with a maximum throughput of 28 fwer hour or 30,494 tons per year of pack materia

[45CSR13, Permit R13-205C, (Condition 4.1.15.), Emission Point ID (082, 08384)]

Natural gas will be used to fire each ofsevelfurnaces with the maximum heat input to each ftenzot to
exceed 2.1 million Btu/hr. This heat input ratedgiivalent to a gas flow rate of 2108Ht.

[45CSR13, Permit R13-205C, (Condition 4.1.16.), Equipment ID (080L, 080M, 80N, 081A, 0818, 081C,
081D)]

The maximum heat input for the firing of eatthe natural gas fueled burners during coollmglsiot exceed
1.0 million BTU per hour. The heat input rate dgaialent to a gas flow rate of 1008/

[45CSR13, Permit R13-205C, (Condition 4.1.17.), Equipment ID (NC251, NC252NC253, NC254,
NC255, NC256, NC257)]

The maximum heat input for the firing of eaaltural gas fired incinerator (078, 080, 081) Istatlexceed 3.5
million BTU per hour. This heat input rate is ecalént to a gas flow rate of 3,508/

[45CSR13, Permit R13-205C, (Condition 4.1.18.), Equipment ID (078, 080, O§]L

The maximum heat input for the firing of tietural gas fired heat treat oven (094, 095) stwlexceed 1.0

million BTU per hour. This heat input rate is ecpléent to a gas flow rate of 100&/fir.

5.1.10.

5.1.11.

5.1.12.

5.1.13.

[45CSR13, Permit R13-205C, (Condition 4.1.19.), Equipment ID (094, 095)]

Maximum throughput of AMW assembly prodoctshall not exceed 50 assemblies per 12 hour.cyidie
maximum allowable payload of Pre-Preg Carbon Papait not exceed 164 Ib/cycle.

[45CSR13, Permit R13-205C, (Condition 4.1.20.), Equipment ID (094, 095)]

Maximum throughput of AMW assembly produetio the carbottom furnaces (080L, 080M, 080N)|giat|
exceed 266 AMW assemblies per 30 hour cycle ardl0B7AMW assemblies per year.

[45CSR13, Permit R13-205C, (Condition 4.1.21.), Equipment ID (080L, 080M, 80N)]

Maximum throughput of C-34 cement to edfcthe heat treatment ovens (094, 095) shall notext380
pounds of cement in a 12 hour cycle.

[45CSR13, Permit R13-205C, (Condition 4.1.22.), Equipment ID (094, 095)]

Maximum yearly throughput of C-34 cemergdoh of the heat treatment ovens (094, 095) ancittbottom
furnaces (080L, 080M, 080N) shall not exceed 337 ja@unds of cement per year.

[45CSR13, Permit R13-205C, (Condition 4.1.24), Equipment ID (080L, 080M, 08N, 094, 095)]
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5.1.14. Maximum throughput of of HHN cement to eatthe heat treatment ovens (094, 095) shall noéeat 380
pounds of cement in a 12 hour cycle.

[45CSR13, Permit R13-205C, (Condition 4.1.25.), Equipment ID (094, 095)]

5.1.15. Maximum throughput of C-34 cement to eadhetarbottom furnaces (080L, 080M, 080N) shallexzeed
4,788 pounds of cement in a 30 hour cycle.

[45CSR13, Permit R13-205C, (Condition 4.1.23.), Equipment ID (080L, 080M, 80N)]

5.1.16. Maximum throughput of HHN cement to eacthefcarbottom furnaces(080L, 080M, 080N) shallexaeed
4,788 pounds of cement in 30 hour cycle.

[45CSR13, Permit R13-205C, (Condition 4.1.26.), Equipment ID ((080L, 080MO80N)]

5.1.17. Maximum yearly throughput of HHN cementaoleof the heat treatment ovens (094, 095) ancétimttom
furnaces (080L, 080M, 080N) shall not exceed 337 ja@unds of cement per year.

[45CSR13, Permit R13-205C, (Condition 4.1.27), Equipment ID (080L, 080M, 08N, 094, 095)]

5.1.18. Maximum throughput of cement to the heattiment ovens (094, 095) shall not exceed 380 poofridsa 12
hour cycle for the AMW assembly wraps.

[45CSR13, Permit R13-205C, (Condition 4.1.28.), Equipment ID (094, 095)]

5.1.19. Maximum yearly throughput of cement to eatlthe heat treatment ovens (094, 095) and theotarh
furnaces (080L, 080M, 080N) shall not exceed 22,800nds of cement per year for the AMW assembly
wraps.

[45CSR13, Permit R13-205C, (Condition 4.1.30), Equipment ID (080L, 080M, 08N, 094, 095)]

5.1.20. Maximum throughput of cement to the carbottiornaces (080L, 080M, 080N) shall not exceed @ funds
of cement per furnace in a 30 hour cycle for theMMssembly wraps.

[45CSR13, Permit R13-205C, (Condition 4.1.29.), Equipment ID (080L, 080M, 80N)]

5.1.21. Maximum processing of Carbon Foam Blocksg@seed in the carbottom furnaces (080L, 080M, O&0isl)
not exceed 294 pieces per 24 day cycle and 4,#btepper year.

[45CSR13, Permit R13-205C, (Condition 4.1.32.), Equipment ID (080L, 080M, 80N)]

5.1.22. Use of any new ingredient(s)/material(s)taiming any constituent identified in Section 19)2¢bthe 1990
Clean Air Act Amendments as a HAP, shall be tre&teatcordance with the following:
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a. The permittee shall notify the Director in wr@ijrvia a permit determination, of any new ingret{igno
be used and the HAP(s) contained therein withirtyt{B0) days of the initial use of the ingredient
Additionally, an MSDS sheet for each of the newdtjent(s) shall be supplied at this time to theEtor.

b. An estimate of emissions associated with the afsthe new ingredient(s) shall be determined and
incorporated into the record keeping requiremeotdgained herein.

[45CSR13, Permit R13-205C, (Condition 4.1.33.)]

5.1.23. With respect to theurface cleaning of carbonaceous product, packlingrahd dispensing, pit baking and
operation of the car bottom furnaces the permstesdl not cause, suffer, allow or permit particelatatter
(PM) to be vented into the open air from any typeree operation or duplicate source operation;amfall
air pollution control equipment installed on angeysource operation or duplicate source operatiexéess
of the quantity defined by Table 45-'and summarized in the following table:

Emission Point (1.D.) Equipment Description Emission Limitation, PM (Ib/hr)
036 Duplex Mill Baghouse 0.288
037 Vertical Mill Baghouse 10.0
038 Lathe Baghouse 28.0
039 Shot Blast Feed Rail Baghouse 32.2
040 Shot Blast Main Unit Baghouse 32.2
042 Building 29 Floor Dump, Etc. 28

Baghouse
043 Bucket Elevator/Hummer Baghouge 28
044 Pit Bake Furnaces Building 30 5.2
045 Pit Bake Furnaces Building 29 5.2
046 Airveyor Receiver, Etc. Baghouse 32.2
047 Sand Dump/ Hopper Fill Sation, 32.2
Etc. Baghouse
048 Pack Dispensing Station Hopper 32.2
Etc. Baghouse
049 Power Bin Vent/ Bulk Sand Storage 32.2
Silo Baghouse

[45CSR87-4.1, Emission Point ID (036, 037, 038, Q¥B10, 042, 043, 046, 047, 048, 049, and 044, 045)]
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5.1.24. Nopersoishal causesuffer allow or permiremissiol of smokeand/o particulatimatte intothe oper air from
any proces sourctoperatiolwhichis greate thar twenty (20) percen opacity excep as hotecin subsections
3.2,3.3, 3.4, 35, 3.6, and 3.7 of 45CSR?7.

[45CSR8§7-3.1.45CSR13 Permit R13-2058¢, (Condition 4.1.4), Emission Point ID (036, 037, 038, 039,
040, 042, 043, 046, 047, 048, 049, 082, 083, 251-257, 044, 045, 078, 080, 081, 213, 214)]

5.1.25. The provision: of 5.1.24 abov¢ shal not apply to smoke and/or particul matte emittec from any process
source operation which is le thar forty (40) percen opacity for any perioc or period: aggregatin na more
than five (5) minutes in any sixty (60) minute joeki

[45CSR§7-3.245CSR13 Permit R13-2058(, (Condition 4.1.5), Emission Point ID (036, 037, 038, 039,
040, 042, 043, 046, 047, 048, 049, 0823, 084, 044, 045, 078, 080, 0251-257, 213, 214)]

5.1.26. Various bars and equipment coated with uasjpitch shall be cleaned in the #5 National RikiBg Furnaces
while utilizing flue gas recirculation. These optiwons shall be documented in accordance 5.4.3.

[45CSR830-12.7, Emission Point ID (044, 045)]

5.1.27. Residual pitch from ESP cleaning shall lieeddo the sand packing material and combustdei#i National
pit Bake Furnaces while incorporating flue gasnadation. The amount of pitch added to the saaaking
shall be tracked in accordance w5.4.3.

[45CSR830-12.7, Emission Point ID (044, 045)]

5.1.28. The maximum amount of pre-coat applied ¢éogitaphite shapes in the heat treat ovens (094),<ya8l not
exceed 130 pounds of binder system per furnacel ilteour cycle.

[45CSR13, Permit R13-205C, (Condition 4.1.31), Equipment ID 094, 095)]

5.1.29. Intheeventhe graphiteshape danotfit inthe heatrea oven: (094 095) Furnace 078A. 080L,080M. 080N
may be used to cure the shapes, provided the anudupte-coat applied doesn’t exceed the limit in
Requirement 5.1.28.

[45CSR§30-12.7, Equipment ID (078A, 080L, 080M, 080]

5.1.30. No person shall cause, suffer, allow or jtgarticulate matter to be discharged from anynetor into the
open air in excess of the quantity determined leyafghe following formula:

Emissions (Ib/hr) = F x Incinerator Capacity (tdmy/

Where, the factor, F, is as indicated in Tablelblwe
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5.1.31.

5.1.32.

5.1.33.

5.1.34.

5.1.35.

Table I: Factor, F, for Determining Maximum Allowable Ranlate Emissions

Incinerator Capacity Factor F
A. Less than 15,000 Ibs/hr 5.43
B. 15,000 Ibs/hr or greatgr 2.72

The PM emission limitations for each sou (078 080 081 subjec to the requirement of 45CSR(listecin
Attachment A streamlines and assures compliande4dGCSR86-4.1.

[45CSR13, Permit R13-205C, (Condition 4.1.1.) and 45CSR8&6-4.1., Equipmentint ID (078, 080, 081)]

Emission of Visible Particulate Matter --plerson shall cause, suffer, allow or permit emissibssmoke into
the atmosphere from any incinerator which is twé@826) percent opacity or greater.
[45CSR13, Permit R13-205C, (Condition 4.1.2) and 45CSR8§6-4.3., Equipment iu ID (078, 080, 081)

Incinerators, including all associated emgipt and grounds, shall be designed, operated amdaimed so as
to prevent the emission of objectionable odors.

[45CSR13, Permit R13-205C, (Condition 4.1.3) and 45CSR§6-4.6., Equipment I[078, 080, 081)]

Any stack serving any process source operati air pollution control equipment on any pracesurce
operation shall contain flow straightening devioea vertical run of sufficient length to establfkiw patterns
consistent with acceptable stack sampling procedure

[A5CSR87-4.12. and 45CSR13, Permit R13-2(C8(Condition 4.1.7), Equipment ID (082, 083, 08251,
252, 253, 254, 255, 256, 257, 078, , 081, 094, 095)]

No person shall cause, suffer, allow or [teany manufacturing process or storage structenerating fugitive
particulate matter to operate that is not equipgiéda system, which may include, but not be limite, process
equipment design, control equipment design or djperand maintenance procedures, to minimize thissoms
of fugitive particulate matter. To minimize meaugkh system shall be installed, maintained andadgetto
ensure the lowest fugitive particulate matter einissreasonably achievable.

[45CSR87-5.1. and 45CSR13, Permit R13-2CC8(Condition 4.1.8), Emission Point ID (036, 03038, 039,
040, 042, 043, 044, 045, 046, 047, 048, 049, 088, 081, 082, 083, 084, 251-257)]

The owner or operator of a plant shall naéirparticulate matter control of the plant premjsand plant owned,
leased or controlled access roads, by paving,@djdn of asphalt, chemical dust suppressantser stiitable
dust control measures. Good operating practicaé lsé implemented and when necessary particulatéeem
suppressants shall be applied in relation to sitingpand general material handling to minimizetjzalate
matter generation and atmospheric entrainment.

[45CSR§7-5.2. and 45CSR13, Permit R13-2CC8(Condition 4.1.9.)]
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5.1.36. Operation and Maintenance of Air Pollution Control Equipment. The permittee shall, to the extent

practicable, install, maintain, and operate allyi@n control equipment listed in Section 1.0 asdociated
monitoring equipment in a manner consistent witatgand good air pollution control practices fanimizing
emissions, or comply with any more stringent lingigt forth in this permit or as set forth by angt8trule,
Federal regulation, or alternative control planrappd by the Secretary.

[45CSR13, Permit R13-205C, (Condition 4.1.34) and 45CSR§13-5.11., Equipmeli2 (078, 080, 081,082)]

5.2. Monitoring Requirements

5.2.1.

5.2.2.

For the purpose of determining compliance withlitmés established in 5.1.1 through 5.1.22 andZB1the

following information shall be maintained on-site & period of no less than five (5) years and &ieatertified
and made available to the Director or his duly arifted representative upon request:

+ Amount of carbonaceous product throughput for liosh bake and rebake processing.

»  Sulfur content of pitch used for first bake andalebfurnaces, in addition to raw material monitgritata
» Number of saggers loaded per year of operatioheoptick handling system.

+ Amount of pack handling material processed

+  Amount of energy/fuel used for the firing of eadtitee natural gas furnaces

«  Amount of energy/fuel used for the firing of eadhie burners used for intermittent cooling of tinmaces
«  Amount of energy/fuel used for the firing of eadhtee incinerators

«  Amount of energy/fuel used for firing of the heat oven (094, 095).

* Actual weight per piece and per size of Pre-PrapelP fed to the heat treat oven (094, 095).

* Amount ofPre-Pre Paper, AMW Boards and Carbon Foam Blocks procasdbe heat treat oven (094,
095) and the carbottom furnaces (080L,080M,080N).

» Type and amount of carbonaceous cement and b&iydem applied to furnace load fed to the heat trea
oven (094, 095) and the carbottom furnaces (0880M) O80N).

[45CSR13, Permit R13-205C, (Condition 4.2.1.), Equipment IC (082 083 084 251-257 078 080 080L,
080M, 080N, 081, 094, 095)]

The permittee shall conduct an annual preti@st maintenance inspection, cleaning, replacememd

refurbishment as appropriate, of all bags, bag ections, and dust hoppers of the baghouses pedgaimiall

emission points subject to 45CSR7 in order to engtoper operation of the filters. Records shathaintained
on site for a period of no less than five (5) yesiating the date and time of each baghouse’s apresxgentative
maintenance activity, the results of the annualgméative maintenance activity and, if applicablegorrective
actions taken. These records shall also reflgat@rtine maintenance conducted in addition tgtleventative
maintenance activities specified above.

[45CSR830-5.1.c.1.B. and 45CSR13, Permit R13-2(C3§Condition 4.2.2)]
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5.2.3.

5.2.4,

In order to assure compliance with the PMseion limits established by 5.1.23 the #5 NatidpialBake
Furnaces corresponding to emission points (044045) the permittee sheoperat:in accordanc with the
following work practice standards:

a.) Theexhausgasfromanyfurnaccin volatile serviceshal noibe sen to the atmosphetr withouifirst passing
througt anothe furnace operating at or above the temperaturiehitas been demonstrated as best work
practice by UCAR, typically > 57% degree C. These best work practices are further definedhiwit
standard operating procedures (SOP) en “Bake Firing - #5 National Pit Baking Furnaces” submitted
as supplemental information to the Title V Applioat

[45CSR§30-5.1.c.1.B.]

In order to assu complianc: with rolling yearly average sulfur content limits set forth iegRirement 5.1.4.,

the permittee shall monitor sulfur content of eveinijpment of coal tar pitch atpetroleun base: pitch, and
maintain records of 12-month rolling average amstmt each pitch type.

[45CSR830-5.1.c.1.B., Emission Points (044, 04580080, 081)]

5.3.  Testing Requirements

5.3.1.

5.3.2.

At sucl reasonabl times as the Directol may designate the operator of any manufacturingess source
operatiol may be requirec to conduc or have conducte stacl test: to determin: the particulatt matte loading

in exhaust gases when the Director has reasonlitvédhat the stack emission limitations(s) is/aegng
violated. Such tests shall be conducted in suaimetaas the Direct may specify anc be filed on forms and
in a manner acceptable to the Director. The Direaohis duly authorized representative, may atdution
witnest or conduc suct stacl tests Should the Director exercise his option to conduch tests, the operator
will provide all the necessal samplin¢ connection and sampling ports to be located in such mannénes
Directol may require powei for tes equipmen anc the requirec safety equipmer suct as scaffolding railings,
and ladders to comply with generally accepted geaddty practices.

[45CSR13, Permit R13-2058C, (Condition 4.3.2.), Eqement ID (082, 083, 084, 251, 252, 253, 254,
255, 256, 257, 078, 080, 081, 094, (95)

Compliance with the opacity standard, 5.1a2415.1.31., shall be demonstrated by conducting a 40CFR60
Appendix A, Method 22 visible emission tests ascHjgal by 3.3.2 of this permit.

[45CSR830-5.1.c.B.. and 45CSR13, Permit R13-2058, (Condition 4.3.3)]
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5.4. Recordkeeping Requirements

5.4.1

54.2.

5.4.3.

54.4.

5.4.5.

5.4.6.

A recorcof eact visible emissiol checl requirecby 5.3.2 above These record shall include, but not be limited
to, the date time, name of emissiol unit, the applicablevisible emission requirement: the result: of the check,
what action(s), if any, was/were taken, and theenafithe observer.

[45CSR830-5.1.cand 45CSR13, Permit R13-2058, (Condition 4.4.4)]

The permittee shall maintain records quantifying #mount of material collected by air pollution toh
equipmer in ordei to estimati actua emission baser on manufacturer’' guarantee contro efficiency. This
estimate of actual emissions shall serve to dematastompliance with tt PM emissiol limits of 5.1.2% and
5.1.1. of this permit.

[45CSR830-5.1.c.1.B. and 45CSR13, Permit R13-20%, (Condition 4.4.5), Emissior Point ID(s) (082, 036,
037, 038, 039, 040, 042, 043, 046, 047, 048, 049)]

Record shal be maintaineito documer the numbe of suppor bar: anc cage cleanetin ordeito estimati the
(Ibs) of residua pitch adde to the pit bake furnaces Additionally the amount of residual pitch removieain
ESF cleanin¢ (ID 41A, anc 41B) anc burnecin the #5 national pit baking furnaces shall be docunéntea
monthly basis.

[45CSR§30-12.7, Emission Point ID(s) (044, 045)]

The permitter shal condut an annual preventative maintenance inspectioganohg, replacement, and
refurbishmer as appropriate of all bags, ba connectionsanc dus hopper of the baghouse pertainingto all
emissiol pointssubjecto 45CSR’in ordeito ensuri prope operatioi of thefilters. Records shall be maintained
onsite for a perioc of nales:sthar five (5) year: statin¢ the date anc time of eact baghouse’'annua preventative
maintenanc activity, the result:of the annua preventativ maintenanc activity and if applicable all corrective
action:taken These records shall also reflect any routine taaance conducted in addition to the preventative
maintenance activities specified above.

[45CSR13, Permit R13-2058, (Condition 4.4.7)]

Record of Maintenance of Air Pollution Control Equipment. For all pollution control equipment listed in
Section 1.0, the permittee shall maintain accusaterds of all required pollution control equipmarsipection
and/or preventative maintenance procedures.

[45CSR13, Permit R13-2058, (Condition 4.4.2), Equipment ID (078, 080, 081,082)]

Record of Malfunctions of Air Pollution Control Equipment. For all air pollution control equipment listed
in Section 1.0, the permittee shall maintain resawsflthe occurrence and duration of any malfunction
operational shutdown of the air pollution contrgligsment during which excess emissions occurekoh such
case, the following information shall be recorded:

a. The equipment involved.
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b. Steps taken to minimize emissions during the teven

c. The duration of the event.

d. The estimated increase in emissions during thatev

For each such case associated with an equipmefutmoiadn, the additional information shall alsorkeorded:
e. The cause of the malfunction.

f. Steps taken to correct the malfunction.

g. Any changes or modifications to equipment or pthees that would help prevent future recurrentdseo
malfunction.

[45CSR13, Permit R13-2058, (Condition 4.4.3), Equipment ID (078, 080, 081,08

5.5. Reporting Requirements

55.1.  Due to unavoidable malfunction of equipment, erissiexceeding those set forth in 45CSR7 may beittedn
by the Director for periods not to exceed ten (8i@ys upon specific application to the Director. cisu
application shall be made within twenty-four (24)bs of the malfunction. In cases of major equiptf&lure
additional time periods may be granted by the Dinegrovided a corrective program has been subdiityethe
owner or operator and approved by the Director.

[45CSR8§7-9.1. an45CSR13, Permit R13-2058, (Condition 4.5.2)]
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6.0.  Source-Specific Requirements for the Pitch Imggnation Process, [Emission Point ID(€40,041, 302,
303, 304, 320]

6.1. Limitations and Standards

6.1.1.  Nopersoishal cause suffer allow or permitemissiol of smoke¢and/o particulatimatte into the oper air from
any proces sourct operatiol which is greate than twent (20) percen opacity excep as notec in subsections
3.2,3.3, 3.4, 3.5, 3.6, and 3.7 of 45CSR?7.

[45CSR8§7-3.1., Emission Point ID (041, 302, 303,4320)]

6.1.2. No person shall cause, suffer, allov permi particulate matte (PM) to be ventecinto the open air from any
type sourctoperatiol or duplicate sourceoperatior or fromall air pollution contro equipmer installeconany
type sourct operation or duplicate source operation in exceshefduantity specified in Table 45-7A and
summarized in the following table:

Emission Point Equipment Description Emission Limitation (Ib/hr)

(1.D.)

040 17,800 CFM Baghouse 32.2

041 Pitch Impregnation (PI) Autoclave ESP 1 or 2 3

302 Pl Preheater 16

303 Pl Preheater 16

304 Pl Preheater 16

320 Pl Preheater 16

[45CSR87-4.1., Emission Point I[(040 041, 302, 303, 304, 320)]

6.1.3. The provision: of 6.1.1 above shal not apply to smoke and/o particulate metter emitted from any process
sourctoperatiolwhichis lessthar forty (40) percenopacityfor any perioc or period:aggregatin namore than
five (5) minutes in any sixty (60) minute period.

[45CSR§7-3.2 Emission Point ID (041, 302, 303, 304, 320)]

6.1.4. No persoishal cause suffer allow or permii the errission into the open air from any source operadiorn-
stacl sulfurdioxide concentratio exceedin 2,00C parts pel million by volume from existin¢ sourccoperations.

[45CSR8§10-4.1, Emission Point ID (302, 303, 304,32
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6.1.5.

The electrostatic precipitators (ESP), cgoesing to equipment IDS 041A and 041B, shall retMeast 2 of
the 3 - 12 cell banks in operation at all timegiteh impregnation autoclave 0%1C or its ancillary equipment
are in use. Compliance with this limitation shal documented in accordance with 6.2.4.

[45CSR830-5.1.c.1.B., Emission Point ID (041)]

6.2. Monitoring Requirements

6.2.1.

6.2.2.

6.2.3.

6.2.4.

The permittee shall maintain a log of pitch impraipr batches run on Pl autoclave 1D 041C.
[45CSR8§30-5.1.c.1.B., Equipment ID (041C)]

In ordel to demonstral complianct with the PM and SO2 emission limitations established for treetpraters
within 6.1.z anc 6.1.4 the permttee shall maintain a log of natural gas usagdHese heaters, which also
verifies that pipeline quality natural gas is tmdyduel combusted by the heaters.

[45CSR830-5.1.c.1.B., Equipment ID (302A, 303A, 384320A)]

In order to demonstrate compliance witm@ad 61.5 the permittee shall maintain a log of ESP djmana.
This log shall include, but not be limited to flelowing:
1) The ESP ID and number of cell banks in operatiarnng each cycle,

2) Additionally any maintenance activities perfochmn the ESF, thaiare considere routine standard
operating procedure (SOP shal alsc be documentec The SOP referenced here is entitled “#5
Nationa Furnaci Fire Controllel (P1)” anc was submitte a< supplement: information to the Title V
Application.

[45CSR§30-5.1.c.1.B., Equipment ID (041A, 041B, 0@, 041D, 041E)]

In order to assure compliance vthe 3 Ib/hr PM limit established by 6.1.2, ESP IDS (041A-Balsimonitor
and record the secondary voltage and current tyméte the power being utilizec leas once before the start

of eact impregnatiol batch In the event the parametric monitoring describbdve results in a power
measuremeroutside the bes work practice range establishe below, the permittee shall document it as an
deviation in accordance with t4l Deviations are not necessarily a determinaifaroncompliance with the
emission limit of 6.1.2., however each deviatioalktrigger an inspection of the control equipn in addition

to the requirements of 6.4.4.

lonizer Voltage 10-14 kV DC
Current 1-36 mA
[45CSR8§30-5.1.c.1.B., Equipment ID (041A, 041B)]
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6.3. Testing Requirements

6.3.1. Compliance with the opacity standard, 6.1.1., dallemonstrated by conducting a 40CFR60 Appendix A
Method 22 visible emission tests in accordance thighmethods and schedule specified by 3.3.2 sf thi
permit.

[45CSR§30-5.1.c.B.1.]

6.4. Recordkeeping Requirements

6.4.1.  The records corresponding to opacity testing oedim 6.3.1, above shall be maintained and ke wate
for all emission points subject to the opacity tations of 45CSR7 and thus 6.1.1, of this permit.

[45CSR§30-5.1.c.B.1]

6.4.2. Records of all monitoring required within ts@c 6.2, shall be maintained and kept up to datieese records
shall be made available and certified by a “resjm@®fficial” upon request of the Director or algu
authorized representative.

[45CSR§30-5.1.c.1.B.]

6.4.3. The reporting requirements of Section 5.4.2 of peigmit also apply for the Pitch Impregnation Pesce

6.5. Reporting Requirements

6.5.1. Due to unavoidable malfunction of equipment, emissiexceeding those set forth in 45CSR7 may be
permitted by the Director for periods not to excésu (10) days upon specific application to thesbior.
Such application shall be made within twenty-fa2d)(hours of the malfunction. In cases of major
equipment failure additional time periods may baenged by the Director provided a corrective progheas
been submitted by the owner or operator and apdrbyehe Director.

[45CSR§7-9.1]
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7.0. Source-Specific Requirements for the Special Bducts, Emission Point ID(s)[222, 224, 225, 223,730

30€, 320, 055, 079]
7.1. Limitations and Standards

7.1.1.  Maximum process weight rate shall not exceed 30p@ahds per load or 833 pounds per | of graphite.

[45CSR13, Permit Number, R13-1151, (Condition A.1fquipment ID (307)]

7.1.2. Maximum emission rate shall not exceed 0iinds per hour of HCL
[45CSR13, Permit Number, R13-1151, (Condition A.2.Emission Point ID (307)]

7.1.3. Emissions to the atmosphere fromRIgd Graphite Insulation Processshall not exceed the following hourly
and annual limits:
Emission Equipment Name Pollutant Maximum Emission Rates
Point ID
(Ib/hr) (Ib/yr)
055 or Induction Furnacg’ PM 0.3 500
079 (ID: 055E, 055F, 055G, 079A) VOC 17 1313
306 Walk-in Cure Furnace CO 0.4 1,600
(Equipment ID: 306-A) NO 0.1 400
PM 0.1 400
SO, 0.05 200
VOC 0.1 97
(Natural Gas
Combustion)
VOC 1.26 590
(GRI Coating)
Total 1.36 683
Hydrocarbons
(1) The emission limits applied to the electricahtireg induction furnaces are associated with tte he
treating/processing of Graphite Rigid Insulati¢iurnace operations associated with the purification
process, involving chlorine injection, have peradtemission limits as per R13-1934B. ar

This requirement streamlines compliance with theliditation specified by 7.1.9 of this permit
[45CSR13, Permit Number, R13-1540B, (Condition 4.2.), Emission Point IDS (306, 055, 079)]

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006> Revised: June 9, 2009




Title V Operating Permit R30-03300001-2006M03)
GrafTech International Holdings Inc. « Anmooreiity

Page 52 of 80

7.1.4.

Emissions to the atmosphere fromRloeous Carbon Baking Processhall not exceed the following hourly

and annual limits:

Emission
Point ID:

Equipment
Name

Equipment
ID:

Pollutant

Maximum Hourly
Emissions (Ib/hr)

Maximum Annual
Emissions (Ib/yr)

306

Cure Oven

306A

CoO

0.4

2,600

NO,

0.1

650

PM

0.1

650

SG,

0.05

325

VOC

15

22,898

055, 079

Induction

055A,055B,

PM

0.1

25

Furnace 055C,055D,

O055E, 055F,
055G, &
079A

Note:

7.1.5.

7.1.6.

7.1.7.

@ Maximum hourly and annual hydrocarbon (VOC) emissiavere shown in permit R13-1569 as
originating from the # 5 National Pit Bake Furnaaea rate of 123,516 Ib/yr, and from the cure oven
at 10,000 Ib/yr. The actual emission rate will 2893 Ib/yr (or 11.446 ton/yr) for VOC/total
hydrocarbons. Car bottom bake furnaces will emitaximum of 288 Ib/yr of VOCs which is part of
the allowable emissions contained in permit R138205

@ Emission points 055 and 079 are scrubber exhanss,wehich have emission limits permitted under
existing permit R13-1934B.

This requirement streamlines compliance with theliditation specified by 7.1.9 of this permit
[45CSR13, Permit Number, R13-1569A, (Condition A.}, Equipment ID (306, 055, 079)]

For the “B” Bake Cycle, the Benco Pre-he@E&#320) shall be operated with an inert atmospbiemérogen
to prevent oxidation so that there are no parttewdanissions associated with the processing ofl@aRigid
Insulation This requirement streamlines compliance with thelPhitation specified by 7.1.9 of this permit

[45CSR13, Permit Number, R13-1540B, (Condition 4.1.), Emission Point IDS (320)]

The production rate for tRerous Carbonproduct line shall not exceed 22.1 tons per mamt65 tons per
year. The annual production limit shall be based oolling yearly total. A rolling yearly totahall mean the
total production of Porous Carbon product at amgigitime for the previous twelve (12) consecutiakeodar
months.

[45CSR13, Permit Number, R13-1569A, (Condition A.2. Equipment ID (NEP-406-H)]

No persoishal cause suffer allow or permiremissiol of smokeand/o particulatcmatte into the oper air from
any proces sourct operatiol which is greate thar twenty (20) percen opacity excep as notec in subsections
3.2,3.3, 3.4, 35, 3.6, and 3.7 of 45CSR?7.

[45CSR§7-3.1]
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7.1.8.

7.1.9.

7.1.10.

7.1.11.

7.2.

7.2.1.

The provision:of 7.1.7aboveshal noiapplyto smokeand/o particulattmatte emittecfromany proces source
operatiol which is less thar forty (40) percen opacity for any perioc or period: aggregatin na more thar five
(5) minutes in any sixty (60) minute period.

[45CSR§7-3.]

No person shall cause, suffer, allow or pe particulatt matte (PM) to be ventecinto the oper air from any
type sourctoperatiol or duplicat¢ sourccoperatior or fromall air pollution contro equipmer installec onany
type sourct operatiol or duplicate sourct operatiol in exces of the quantity specifiec in Table 45-7Aand
summarized in the following table:

Emission Point Equipment Description Emission Limitation
(1.D.) PM(Ib/hr)
222 T-143 Autoclave Vac. Pump 4.2
224 T-143 Autoclav ¥ent to Atm. 4.2
225 Portable Exhaust Fan for T-143 Autoclaye 4.2
223 T-157 Autoclave Vent 4.2
307 Cure Oven 1.0

[45CSR§7-4.1.]

No persol shal cause suffer allow or permii the emissiol into the oper air from any sourct operatiol ar in-
stact sulfurdioxide concentratio exceedin 2,00( part: petmillion by volume from existing sourcioperations.

[45CSR810-4.1, Emission Point ID (306, 307, 320)]

The maximun amoun of pre-coa appliec to the graphite shapes in t hea trea over 306A shall not exceed
130 pounds of binder system in a 14 hour cycle.

[45CSR13, Permit R13-205C, (Condition 4.1.31), Equipment ID 306A)]

Monitoring Requirements

The permitte« shal conduc ar annual preventativ maintenanc inspection cleaning replacement, and
refurbishment ¢ appropriate of all bags ba¢ connectionsanc dus hopper of the baghouse pertainingto all
emissiol pointssubjecto 45CSR’in ordelto ensur prope operatioiof thefilters. Records shall be maintained
onsite for a perioc of nalestthar five (5) year: statin¢ the date anc time of eact baghouse' annua preventative
maintenanc activity, the result<of the annua preventativ maintenanc activity and if applicable all corrective
action:taken These records shall also reflect any routine teaamce conducted in addition to the preventative
maintenance activities specified above.

[45CSR§30-5.1.c.1.1.
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7.2.2. Compliance with the 2,000 ppm sulfur dioxide lintiba specified by 7.1.10 shall be satisfied by rtaiting
record: of the amoun of natura gascombuste aswell as verificatior that pipeline quality natura gasis the only
fuel combusted within these ovens.

[45CSR830-5.1.c.1.B., Emission Point ID (306, 3(20)]

7.2.3.  Forthe purpos: of determininicomplianciwith the limits establishein 7.1.11 the following informatior shall
be maintainer on-site for a perioc of na less thar five (5) year: anc shal be certifiec anc made¢ available to the
Director or his duly authorized representative upsguest:

. Type anc amoun of carbonaceot cemen anc bindel systen appliec to furnace loaded to the heat
treat oven 306A.

[45CSR13, Permit R13-205C, (Condition 4.2.1.), Equipment IC 306A]

7.3. Testing Requirements

7.3.1.  When requested by the Secretary, tests to deterwnimpliance with the CO, NQOSO, and VOC emission
limitations set forth in 7.1.3 and 7.1.4. shalldoeducted in accordance with the test methods fige tielow
and as set forth in 40 CFR 60, Appendix A. Ther&acy may approve an alternative test methodyint lof
any technology advancements that may occur. T{8@Yy days prior to conducting such testing, thegany
shall submit a testing protocol following the gdides set forth under 45CSR7A.

Pollutant Test Method
Cco 10 or 10B
NOXx 7,7A, 7B, 7C, 7D, or 7TE
SOx 6, 6A, 6B, or 6C
VOC 25, 25A, or 25B

[45CSR13, Permit Number R13-1540B (Condition 4.3.1% R13-1569A, (Condition B.1.), Emission Point
IDS (306, 055, 079)

7.3.2. Testincto determinicomplianciwith the particulatcemissiol limitations se forth unde 7.1.2anc 7.1.£of this
Title V permit shal be conducte in accordanc with 45CSR7/- “Compliance Tes Procedure for Regulation
7 - To Preven anc Contro Particulat Air Pollutior From Manufacturing Proces Operations’ Prior to
conductin suct testirg, the compan' shal submi thirty (30) day in advanc a testin¢ protoco following
guidelines set forth under 45CSR7A.

[45CSR13 Permit Number R13-1540B, (Condition 4.3.2), & R13-1569ACondition B.2.), Emission Point
IDS (306, 055, 079)

7.3.3. Complianct with the opacity standarc 7.1.7. shal be demonstrated by conducting a 40CFR60 Appendix A
Methoc 22 visible emissiol test:in accordanc with the method anc schedul specifiecby 3.3.Z of this permit.

[45CSR§30-5.1.c.B.1.]
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7.4.

7.5.

7.4.1.

7.4.2.

7.4.3.

7.5.1.

Recordkeeping Requirements

In order to demonstrate compliance with gineduction limitations for graphite curing established in 7.1.1.
of this permit, the permittee shall maintain anragiens log, summarized annually, on the amoumirofluct
cured in the 307 furnace. All related recordsldf®maintained on-site for a period of no less tinae (5) years
and made available to the Director or a duly autledrrepresentative upon reqt. This information shall be
“certified” per 3.5.1. by a Responsible Official.

[45CSR8§30-5.1.c. Equipment ID (307)]

In ordel to determinicomplianci with the Porous Carbon production limit establishe in 7.1.6. of this Title
V permit, the permittee shall keep and maintain timgrcertified records of production on the Por@asbon
line by utilizing the Certification of Data Accunadorm, contained herein as Attachment B, which intngs
completed by a “Responsible Official” within fifte€15) days after the end of each calender moiftiis
information shall be maintained on-site for a pérad no less than five (5) years and made availabtae
Director or his duly authorized representative upsuest.

[45CSR13, Permit Number R13-1569A, (Condition B.3Equipment ID (NEP-406-H)]

For the walk-in cure furnace (Equipment ID: 306-the permittee shall keep monthly records of:

- Hours of furnace operation (hours per month)

- Natural gas usage (cubic feet per month)

- Hand-applied GRI coating usage (gallons per month)

- Number of pieces of stock per furnace cycle (#g¢sguer cycle)
- Number of furnace cycles (cycles per month)

The above¢informatior shal be maintainer on-site for a perioc of nales: thar five (5) year:anc mad¢ available
to the Secretary or t duly authorizei representative upon request. Prior to being subdnib the Secretary,
all record: shal be certifiec anc signec by a “Responsibl Official” utilizing the attache Certificatior of Data
Accuracy statement, contained herein as AttachiBent

[45CSR13, Permit Number R13-1540B, (Condition 4.4)4&quipment ID (306-A)]

Reporting Requirements

Due to unavoidable malfunction of equipment, erpissiexceeding those set forth in 45CSR7 may beittedm
by the Director for periods not to exceed ten (d8ys upon specific application to the Director. clsu
application shall be made within twenty-four (2é)bhs of the malfunction. In cases of major equipifelure
additional time periods may be granted by the Dinerovided a corrective program has been subdiiiyehe
owner or operator and approved by the Director.

[45CSR§7-9.1]
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7.5.2.

The permittee shall notify the Secretary hitimg at least 90 days in advance of any planngerational
change(s) to the natural gas fired Benco Pre-héaR#320) and/or the electrical heating inductionméces
(EP#055 or EP#079) that would allow a non-nitroged/or non-argon atmosphere to be associated hgth t
processing of Graphite Rigid Insulation.

[45CSR13, Permit Number R13-1540B, (Condition 4.5) Emission Point ID(s) (055, 079)]
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8.0.

8.1.

Source-Specific Requirements fdRaw Materials Handling Operations, Emission Point D(s)[070, 074,

087]

8.1.1.

8.1.2.

8.1.3.

8.1.4.

8.1.5.

Limitations and Standards

The maximum quantity of carbonaceous pack mattribe processed through the high efficiency sejpayat
cyclone (G-2) shall not exceed 16,667 pounds per (PH) and 9,834 tons per year (TPY).

[45CSR13, Permit Number R13-2047, (Condition A.1.Equipment ID (G-2), Emission Point ID (087)]

The maximum emission rate of particulate endtt the atmosphere from Emission Point 087 stwlexceed
0.01 Ib/hr and 0.044 tons per year. This requirdrsieaamlines and assures compliance with 45CSRB@sA
specified by 8.1.3. below.

[45CSR13, Permit Number R13-2047, (Condition A.2.Emission Point (087)]

No person shall cause, suffer, allow or permit palticumatter (PN to be ventecinto the oper air from any
type sourceoperatiol or duplicate sourcioperatior or from all air pollution contro equipmer installec on any
type sourctoperatiol or duplicate sourcecoperatiol in exces of the quantity specifiecin Table 45-7A as listed

in the table below Compliance with limitation 8.1.2. streamlines @sdures compliance with this requirement
for emission point 087.

Emission Point Equipment Description Emission Limitation
(1.D.) (Ib/hr)
070 Graphite Pack Handling Equipment (Rotexes and Bins) 32.2
074 Hopper Dump Station, De-Duster, Elevators, L oad-out 32.2
Hoods, Dust Truck Load-out

[45CSR§7-4.1., Emission Point ID (070, 074)]

No persoishal cause suffer allow or permitemissiol of smoke¢and/o particulatt matte into the oper air from
any proces sourct operatiol which is greate thar twenty (20) percen opacity excep as notec in subsections
3.2,3.3, 3.4, 3.5, 3.6, and 3.7 of 456CSR7.

[45CSR8§7-3.1., Emission Point ID (070, 074, 087)]

The provisions of 8.1..above shal not apply to smoke and/o particulatt matte emittec from any procss
sourctoperatiolwhichis lessthar forty (40) percenopacity for any perioc or period:aggregatin namore than
five (5) minutes in any sixty (60) minute perid.

[45CSR8§7-3.z Emission Point ID (070, 074, 087)]
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8.2.

8.3.

8.2.1.

8.2.2.

8.2.3.

8.3.1.

8.3.2.

Monitoring Requirements

The permittet shal conduc ar annua preventativ. maintenanc inspectior cleaning replaciment, and
refurbishmer as appropriate of all bags ba¢ connectionsanc dus hoppers c the baghouse pertainingto all
emissiol points subjecto 45CSR’in ordeito ensuriprope operatiol of thefilters. Records shall be maintained
onsite for a perioc of nc les< thar five (5) year: statin¢ the date anc time of eact baghouse’'annua preventative
maintenanc activity, the result:of the annua preventativ maintenanc activity and if applicable all corrective
action:taken These records shall also reflect any routine teaamce conducted in addition to the preventative
maintenance activities specified above.

[45CSR§30-5.1.c.1.1.

For the purpos: of determininccomplianci with the maximum annual carbonaceous pack material ghynut
limitation establishe in 8.1.1 the compan' shal maintair monthly anc annua record: showin¢ the amoun of
pacl materiaprocesser All related records shall be maintained on-sitefperiod of no less than five (5) years
anc made available to the Directol or a duly authorizei representativ upor reques’ This information shall be
certified per 3.5.1. by a Responsible Official.

[45CSR13, Permit Number R13-2047, (Condition B.3.Equipment ID (G-2)]

The high efficiency separatin cyclone (G-2),the primary dus collectoi (G-4), anc the secondar dus collector
(G-5)aretobeproperlymaintaineiancoperate toinsure maximun collectol efficiencies Maintenance records
shal be maintaineron-site for a perioc of nolessthar five (5) year:anc made¢ available to the Directoi or aduly
authorizeirepresentativ upor reques This information shall be certified per 3.5.1.@Responsible Official.

[45CSR13, Permit Number R13-2047, (Condition B.4.Equipment ID (G-2, G-4, G-5)]

Testing Requirements

Compliance with the opacity standard, 8.1shall be demonstrated by conducting a 40CFR6GEAGE A,
Method 22 visible emission tests in accordance thighmethods and schedule specified by 3.3.2 @fiimit.

[45CSR§30-5.1.c.B.1.]

At such reasonable times as the Director designate, the operator of any manufacturing gsssource
operation may be required to conduct or have cardustack tests to determine the particulate miataeting
in exhaust gases. Such tests shall be conducsedlirmanner as the Director may specify and ée ¢ih forms
and in a manner acceptable to the Director. ThedDr, or his duly authorized representative, atdys option
witness or conduct such stack tests. Should theckir exercise his option to conduct such telsespperator
will provide all the necessary sampling connectiand sampling ports to be located in such mannénes
Director may require, power for test equipment tradrequired safety equipment such as scaffoldaitings
and ladders to comply with generally accepted geaddty practices.

[45CSR§7-8.1]
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8.4.

8.5.

8.4.1.

8.5.1.

Recordkeeping Requirements

The peimittee shall maintain records quantifying the antaefnmaterial collected by air pollution control
equipmer in ordeito estimate actual emissions based on manufactureasagteed control efficiency. This
estimat of actua emissiol shal seve to demonstrate compliance with the PM emisdioitd of 8.1.2. and
8.1.3. of this permit.

[45CSR§30-5.1.c.1.B.]

Reporting Requirements

Due to unavoidable malfunction of equipment, erissiexceeding those set forth in 45CSR7 may beiftedm
by the Director for periods not to exceed ten (8i@ys upon specific application to the Director. clsu
application shall be made within twenty-four (24)bhs of the malfunction. In cases of major equiptfeiure
additional time periods may be granted by the Dinegrovided a corrective program has been subdiityethe
owner or operator and approved by the Director.

[45CSR§7-9.1]
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9.0. Source-Specific Requirements for the Graphite lifhaces and Purification Process, Emission Point
ID(s) [231, 232, 235, 233, 236, 055, 079]

9.1.

9.1.1.

Limitations and Standards

Emissions to the atmosphere from the packed-bedbisers shall not exceed the following:

Emission | Maximum Hourly Emissions (Ib/hr) Maximum Annual Emiisns (Ib/yr)
Point ID

PM Free Chlorine Total Chlorides PM Free Total
Chlorine Chlorides

055 0.4 0.124 0.0124 1,460 452.6 90.5

079 0.4 0.124 0.0124 1,460 452.6 90.5

9.1.2.

9.1.3.

9.1.4.

9.1.5.

This requirement streamlines compliance with thénh() PM limitation defined by 45CSR8&7-4.1.
[45CSR13, Permit Number R13-1934B, (Condition 4.1.), Emission Points (055, 079)]

Operations related to chlorine injection of @f the electric furnaces identified as 055A, B5B55C,
055D, 055E, 055F, 055G, and 079B, or the chlorilieder storage cabinets 079A, 055H, and 0551 witho
the benefit of emissions being controlled by thelgea bed scrubber venting through Emission Poitd®79,
shall be considered a violation of this permit.

[45CSR13, Permit Number R13-1934B, (Condition 4.2.), Emission Point ID (055, 079)]

During chlorine injection cycles, packed-bed scerl(s) 055 shall be operated such that:
a. Scrubber liquor supplied to spray nozzles is taaied at a minimum pH of 8.0.

b. Scrubber liquor flow rate to top of the packed-berubber shall be maintained at a minimum
of 7 gallons per minute.

C. Scrubber liquor supply pressure shall be maiathat a minimum of 35 psia.
[45CSR13, Permit Number R13-1934B, (Condition 4.1.8 Emission Point ID (055)]

During chlorine injection cycles, packed-lsedubber ID 079 shall be operated such that:
a. Scrubber liquor supplied to spray nozzles imtaeed at a minimum pH of 8.0.

b. Scrubber liquor flow rate to the top of the peatlbed scrubber shall be maintained at a
minimum of 3.5 gallons per minute.

C. Scrubber liquor supply pressure shall be maiathat a minimum of 26 psia.
[45CSR13, Permit Number R13-1934B, (Condition 4.1.% Emission Point ID (079)]

The number of furnaces simultaneously geimgrahlorine emissions is limited only by the erasslimits
specified in 9.1.1. and 9.1.9. of this permit. Hwoer, emission rates from scrubber (ID: 055, or)&hall be
verified by performance determinations (stack megtin accordance with 9.3.2 each time the totatlmer of
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9.1.6.

9.1.7.

9.1.8.

9.1.9.

9.1.10

furnaces discharging simultaneously to either dweulincreases beyond that in which previous compéa
testing was based.

[45CSR13, Permit Number R13-1934B, (Condition 4.1 Emission Point IDS (055, 079)]

While employing chlorine injection no morarhone (1) of the electric furnaces identified 854 055B,
055C, 055D, 055E, 055F, 055G, and 079B, shall beegeat a time with chlorine injection in progréss
scrubbers (emission points 055 or 079) without fievzing conducted stack testing approved by tivisDin

of Air Quality, verifying that operation of multipl furnaces utilizing chlorine injection can demoaist
compliance with the emission limits of 9.1.1 an#l.9.

[45CSR830-5.1.c.B.1., 45CSR13, Permit Number R1334B, (Condition 4.1.6), Emission Point IDS (055,
079)]

No persoishal cause suffer allow or permitemissiol of smokeand/o particulatimatte into the oper air from
any proces sourct operatiol which is greate thar twenty (20) percent opacit excep as notec in subsections
3.2,3.3, 3.4, 35, 3.6, and 3.7 of 45CSR7.

[45CSR13, Permit Number R13-1934B, (Condition 4.1)F

The provision: of 9.1.8 abov¢ shal not apply to smoke and/o particulatt mater emitted from any process
sourctoperatiolwhichis lessthar forty (40) percenopacityfor any perioc or period:aggregatin namore than
five (5) minutes in any sixty (60) minute period.

[45CSR13, Permit Number R13-1934B, (Condition 4.1)B

Emissiot points 055 anc 07¢ shal notresul or causiemission of hydrochloric acid exceeding a concentration
of 210 mg/m"3.

[45CSR13, Permit Number R13-1934B, (Condition 4.1)9Emission Points (055, 079)]

The permitte«shal abide by the following work practice standards/maintenar procedure in ordeito maintain
the manufacturer’s warranty pertaining to the aargfficiency of the 055 and 079 scrubbers:

The permitte« shal recorc once pel furnace cycle, whenever chlorine gas is beingciejg, the pressure drop
readin¢ acros the associated scrubber. A reading greater than threin¢®es of water column above the
standar pressur drog condition: in which complianc has beer demonstrate is considere to be a deviation.

In the event the parametric monitoring describedvab results in a measurement outside the
establishe operatincrange(s the permitte«shal documer it as a deviation Deviations are not necessarily a
determinatio of non-complianc with establishe emissiol limits in Sectiot 9.11 and 9.1.9 of this permit,
however, each deviation shall trigger an inspeatibtine control equipment.

[45CSR8§30-5.1.c.B.1 45CSR13, Permit Number R13-1934B, (Condition 4.10), Emission Point ID(s)
(055, 079)]
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9.2.

9.3.

9.1.11 Operation and Maintenance of Air Pollution Control Equipment. The permittee shall, to the extent

9.2.1.

9.3.1.

9.3.2.

practicable, install, maintain, and operate allyg@n control equipment listed iSectior 1.C and associated
monitoring equipment in a manner consistent witatgand good air pollution control practices fanimizing
emissions, or comply with any more stringent lingigt forth in this permit or as set forth by angtStrule,
Federal regulation, or alternative control planrappd by the Secretary.

[45CSR13, Permit Number R13-1934B, (Condition 4.11), Emission Points (055, 079)]

Monitoring Requirements

In ordel to demonstral complianct with Standar Limitations 9.1.1. 9.1.%., and 9.1.9. of this permit the
following operating parameters, on scrubbers 056049, shall be recorded once per operator shiénater
chlorine injection is utilize.

. The liquid flow rate (gal/min) supplied to the topthe packed bed column
. The liquid pressure delivered to the spray noziemm)
. The pH of the recycle liquor within the liquid aidation line

In the even the parametri monitoring describe aboveresult:in a paramete measureme outside¢ the range(s)
establishe in 9.1.3 or aftel stacl testing - the range(s in which complianciwas demonstrated per 9.3.2, the
permittet shal dccument it as an deviation in accordance with 9.4[3eviations are not necessarily a
determinatio of noncomplianc with the emissiol limits of 9.1.10r 9.1.9 howeve eacl deviatior shal trigger

an inspection of the control equipment.

[45CSR830-5.1.c.B.145CSR13 Permit Number R13-1934B (Condition 4.2.1), Emission Points (055,
079)]

Testing Requirements

Compliance with the opacity standard, 9.ERall be demonstrated by conducting a 40CFR60 AgigeA,
Method 22 visible emission tests in accordance thittmethods and schedule specified by 3.3.2 spiimit.

[45CSR8§30-5.1.c.B.145CSR13Permit Number R13-1934B (Condition 4.3.1) Emission Point IDS(231,
232, 235, 233, 236, 055, 079)]

Stack testing shall be conducted within 18@sdbf permit issuance or within 90 days of initigtchlorine
injection into the purification furnaces whichevaymes later, in order to determine compliance \tlith
emission limitations set forth in 9.1.1. a9.1.9. as well as the control limits defined by 9.1In addition,
compliance testing shall serve to define the masftompliance as well as establish the relatignbleiween
parametric monitoring ranges and atmospheric eanissi Thestest: shal be in accordance with EPA test
methods referenced in 40 CFR 60, Appendix A. Thasthods shall include, but are not limited to MetR6A

of the aforementioned Appendix A. Prior to condugsuch testing, the permittee shall submit artggtrotocol
following those guidelines set forunde 3.3.1.c Said testing protocol shall be approved by the®or prior

to the testing being conducted. Provided the perdoce test demonstrates compliance with all apipléc
emissionlimitations then the control parameter ranges documentedgthetest shall be used to define an
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9.4.

9.4.1.

9.4.2.

9.4.3.

9.4.4.

deviation per 9.2.1 of this permit. All stack tegtresults shall be reported to the Director efWiest Virginia
Division of Air Quality within 60 days of completinstack measurements.

All relevant process data such as cycle time, ggatpre, material loading, and chlorine injectiates shall be
defined with respect to percent of maximum poténapacity in the protocol as well as documentetihduthe
performance testAdditionally, all relevant control device paramatsuch as those monitored according

t0 9.2.1 and any associated interlock set poiret also be addressed within the protocol asagtiocumented
during the stack test. The protocol should dist¢hesrelationship between the monitored parameteds
compliance with emission limitations as well as typhassible ranges compliance is expected to betaiagd.
It is important to note that the emission testihglisbe conducted under the operating conditioasrsult in
the highest pollutant loading to the associatedrobaquipment.

[45CSR830-5.1.c.B.1., 45CSR13 Permit Number R13- 4, (Condition 4.3.2), Emission Point IDS (055,
079)]

Recordkeeping Requirements

Records of all monitoring activities prescribed hiit 9.2.1 shall be maintained and
kept up to dai.: Additionally, all control equipment maintenancelshiso be documented in order to

demonstrai complianciwith the work practicestandard specifiecby 9.1.10. These records shall be maintained
on site for no less than 5 ye. These records shall be made available uporestapf the Director or a duly
authorized representative.

[45CSR13, Permit Number R13-1934B, (Condition 4.4.4FEmission Points (055, 079)]

An operation jog shall be maintained for each of the electticification furnaces to document how many

purification runs were conducted by recording tbhe number, furnace number, date, and total amolnt o
chlorine used during purification via chlorine icjion. Thestrecord: shal be mad¢available anc certifiec by

a “responsibli official” in accordanc with 3.5.1 upon request of the Director or a duly authorized
representative.

[45CSR13, Permit Number R13-1934B, (Condition 4.4)5Emission Points (055, 079)]

In the ever of a contro paramete deviatior as definec by 9.2.1 the permitte« shal document any corrective
action: taker to bring the systen bacl within ar acceptabl operatin( range as well as any measure taker to
mitigate exces emissiol during the deviation suct as interlock sequence anc any actions taken to prevent a
reoccurrenct Each deviation report shall include the time eélient was observed in addition to the time in
which the paramete was brough bacl into ar acceptabl range These records shall be made available and
certifiec by a “responsibli official” in accordanc with 3.5.1,upor reques of the Directoi or a duly authorized
representative.

[45CSR13, Permit Number R13-1934B, (Condition 4.4)6Emission Points (055, 079)]

The Achesolanc E-Graphitizatio furnace shal maintairian operations loto documer the weight of graphite
processed. These records < be made available and certified by a “responsibleccff in accordance with
3.5.1, uporrequest of the Director or a duly authorized repnéstive.

[45CSR13, Permit Number R13-1934B, (Condition 4.4)7Emission Points (055, 079)]
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9.4.5.

9.4.6.

9.5.

9.5.1.

Record of Maintenance of Air Pollution Control Equipment. For al pollution contro equipmer listec in
Sectior 1.0 the permittetshal maintair accurat record: of all requirecpollution contro equipmer inspection
and/or preventative maintenance procedures.

[45CSR13, Permit Number R13-1934B, (Condition 4.4)2Emission Points (055, 079)]

Record of Malfunctions of Air Pollution Control Equipment. For all air pollution contro equipmer listed

in Sectior 1.0 the permittee shall maintain records of the occueesand duration of any malfunction or
operatione shutdowi of the air pollution contro equipmer durincwhichexces emission occur For each such
case, the following information shall be recorded:

The equipment involved.
Steps taken to minimize emissions during the event.

The duration of the event.

o o o p

The estimated increase in emissions during theteven

For eact suct castassociate with ar equipmer malfunction the additionainformatior shal alsc be recorded:

e. The cause of the malfunction.
f. Steps taken to correct the malfunction.
g. Any change or modificatiors to equipment or procedures that would help preftgore

recurrences of the malfunction.
[45CSR13, Permit Number R13-1934B, (Condition 4.4)3Emission Points (055, 079)]

Reporting Requirements

Due to unavoidable malfunction of equipment, eroissiexceeding those set forth in 45CSR7 may beiftedm
by the Director for periods not to exceed ten (8i@ys upon specific application to the Director. cisu
application shall be made within twenty-four (2éls of the malfunction. In cases of major equiptfeiure
additional time periods may be granted by the Dinggrovided a corrective program has been subdiityethe
owner or operator and approved by the Director.

[45CSR13, Permit Number R13-1934B, (Condition 4.5)1L
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10.0. Source-Specific Requirements for the Graphitglachining and Materials Handling Process, Emission
Point ID(s)[407, 056, 057, 058, 059, 060, 061, 06@3, 064, 065, 066, 067, 076, 077]

10.1.

10.1.1.

10.1.2.

10.1.3.

Limitations and Standards

No persoishal cause suffer allow or permitemissiol of smokeand/o particulatematte into the oper air from
any proces sourct operatiol which is greate thar twenty (20) percen opacity excep as noted ir subsections
3.2,3.3, 3.4, 3.5, 3.6, and 3.7 of 45CSR7.

[45CSR§7-3.1]

The provisions of 10.1.1 above shall not applyrtmke and/or particulate matter emitted from anycpss
sourctoperatiolwhichis lessthar forty (40) percenopacity for any perioc or period:aggregatin namore than
five (5) minutes in any sixty (60) minute period.

[45CSR§7-3.]

No persol shal cause suffer allow or permii particulatt matter (PM) to be vented into the open air f any
type sourctoperatiol or duplicate sourctoperatior or from all air pollution contro equipmer installeconany
type sourcet operatiol or duplicate source operatiol in exces of the quentity specified in Table 45-7A as
summarized in the table below.

Emission Point Equipment Description Emission Limitation
(1.D.) (Ib/hr)
407 End Facing Saw 32.2
056 BO Tower Baghouse & Associated Equipment 28.0
057 Graphite Machining Zone 11 Baghouse 0.48
058 Graphite Machining Zone 10 Baghouse 0.48
059 Graphite Machining Zone 8 Baghouse 0.48
060 Graphite Machining Zone 7 Baghouse 0.48
061 Graphite Machining Zone 6 Baghouse 0.48
062 Graphite Machining Zone 5 Baghouse 0.48
063 Graphite Machining Zone 4 Baghouse 0.48
064 Graphite Machining Zone 3 Baghouse 0.48
065 Graphite Machining Zone 2 Baghouse 0.48
066 Graphite Machining Zone 1 Baghouse 0.48

West Virginia Department of Environmental Protectio Division of Air Quality
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067 Graphite Machining Zone 12 Baghouse 0.48
076 Graphite Machining Zone 9 Baghouse 0.48
077 Filter Receiver Bin Vacuum Pump 24

[45CSR§7-4.1]

10.2. Monitoring Requirements

10.2.1. The permittet shal conduc an annual preventative maintenance inspection, cleaninglacgent, and
refurbishmer as appropriate of all bags ba¢ connectionsand dus hopper of the baghouse pertainingto all
emissiol points subjecto 45CSR’in ordeito ensuri prope operatiol of thefilters. Records shall be maintained
onsite for a perioc of nalessthar five (5) year: stating the date anc time of eact baghouse' annua preventative
maintenanc activity, the result: of the annua preventativ maintenanc activity and if applicable all corrective
action:taken These records shall also reflect any routine taaamce conducted in addition to the preventative
maintenance activities specified above.

[45CSR§30-5.1.c.1.B.]

10.3. Testing Requirements

10.3.1. Compliance with the opacity standard, 10.1.1.,Is¥@bemonstrated by conducting a 40CFR60 AppeAdix
Method 22 visible emission tests in accordance thighmethods and schedule specified by 3.3.2 @piimit.

[45CSR§30-5.1.c.B]L

10.4. Recordkeeping Requirements

10.4.1. Thepermittecshal maintair annuarecord: quantifyin¢ the amoun of materia collectecby air pollution control
equirment in order to estimate actual emissions basedanufacturer's guaranteed control efficiency. sThi
estimat of actua emission shal serveto demonstrai complianciwith the PM emissiol limits of 10.1.3 of this
permit.

[45CSR§30-5.1.c.1.B]

10.5. Reporting Requirements

10.5.1. Due to unavoidable malfunction of equipment, erissiexceeding those set forth in 45CSR7 may beiftedm
by the Director for periods not to exceed ten (88ys upon specific application to the Director. clsu
application shall be made within twenty-four (24us of the malfunction. In cases of major equipifelure
additional time periods may be granted by the Dinegrovided a corrective program has been subdiityehe
owner or operator and approved by the Director.

[45CSR§7-9.1]
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11.0. Source-Specific Requirements for th8hipping and Quality Control Operations, EmissionPoint
ID(s)[402 and 053, 209, 210 ]

11.1.

11.1.1.

11.1.2.

11.1.8.

11.2.

11.2.1.

11.3.

11.3.1.

Limitations and Standards

No persoishal cause suffer allow or permitemissiol of smokeand/o particulatematte into the oper air from
any proces sourctoperatiol which is greate thar twenty (20) percen opacity excep as notec in subsections
3.2,3.3, 3.4, 35, 3.6, and 3.7 of 45CSR?7.

[45CSR§7-3.1]

The provision: of 11.1.1 above shal noi apply to smoke and/o particulate mater emitted from any process
sourctoperatiolwhichis lessthar forty (40) percenopacity for any perioc or period:aggregatin nomorethan
five (5) minutes in any sixty (60) minute period.

[45CSR§7-3.2]

No persol shal cause suffer allow or permii particulatt matter (PM) to be vented into the open air f any
type sourctoperatiol or duplicate sourctoperatior or from all air pollution contro equipmer installeconany
type source operation or duplicate source operati@xcess of the quantity specified in Table 45-7A

[45CSR§7-4.1]

Monitoring Requirements

The permittee shall conduct @nnual preventativ maintenanc inspectior cleaning replacemen and
refurbishmer as appropriate of all bags ba¢ connectionsanc dus hopper of the baghouse pertaining tcall
emissiol pointssubjecto 45CSR’in ordelto ensuri prope operatiolof thefilters. Records shall be maintained
onsite for a perioc of nalessthar five (5) year: statin¢ the date anc time of eact baghouse' annua preventative
maintenanc activity, the result<of the annua preventativ maintenanc activity and if applicable all corrective
action:taken These records shall also reflect any routine taaamce conducted in addition to the preventative
maintenance activities specified above.

[45CSR8§30-5.1.c.1.B., Emission Point ID (402, 053)]

Testing Requirements

Compliance with the opacity standard, 11.1.1.,Idl@tdemonstrated by conducting a 40CFR60 Appefdix
Method 22 visible emission tests in accordance thittmethods and schedule specified by 3.3.2 sfiimit.

[45CSR§30-5.1.c.B.1]
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11.4.

11.4.1.

11.5.

11.5.1.

Recordkeeping Requirements

The peimittee shall mainta record: quantifying the amoun of materia collectec by air pollution control
equipmer in ordeito estimate actual emissions based on manufactureasagteed control efficiency. This
estimat of actua emissiol shal serveto demonstral complianciwith the PM emissiol limits of 11.1.3 of this
permit.

[45CSR8§30-5.1.c.1.B., Emission Point ID (402, 053)]

Reporting Requirements

Due to unavoidable malfunction of equipmentissions exceeding those set forth in 45CSR7hagermitted
by the Director for periods not to exceed ten (d8ys upon specific application to the Director. clsu
application shall be made within twenty-four (24)bhs of the malfunction. In cases of major equipifelure
additional time periods may be granted by the Dineprovided a corrective program has been subdiityehe
owner or operator and approved by the Director.

[45CSR§7-9.1.]
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12.0. Source-Specific Requirements for the Mill Mixand Forming Operations, Emission Point ID(s)[001,02,
003, 004, 005, 006, 007, 008, 009, 010, 011, 012,014, 015, 016, 017, 0:019 020, 021, 022, 023, 024,
025, 026030, 031, 090, 091, 092]

12.1. Limitations and Standards

12.1.1. Particulatiemission fromemissiol poini (019} shal not exceeithe maximun emissiol limitation of 1.0€Ib/hr.
This requirement streamlines and assures compliaitcghe PM allowable rates defined by 45CSR8§7-4.1

[45CSR13, Permit Number R13-0874, (Condition A.1.Emission Paint ID (019)]

12.1.2. The G 50/90 production proctshal not excee: 200C pound: per hout of “green”carbonaceo mix product.
[45CSR13, Permit Number R13-0874, (12/11/95 Administive Update), Equipment ID (092)]

12.1.3. Nopersoishal cause suffer allow or permitemissiol of smokeand/o particulatimatte into the oper air from
any proces source operatic which is greate thar twenty (20) percen opacity excep as notec in subsections
3.2, 3.3, 3.4, 3.5, 3.6, and 3.7 of 45CSR?7.

[45CSR§7-3.1]

12.1.4. The provision: of 12.1.3. above shall not apply to smoke and/or pddgteunatter emitted from any process
source operation which is less than forty (40) petopacity for any period or periods aggregatimgiore than
five (5) minutes in any sixty (60) minute period.

[45CSR§7-3.2]

12.1.5. No person she cause suffer allow or permii particulatt matte (PM) to be vented into the open air from any
type sourctoperatiol or duplicat¢ sourctoperatior or fromall air pollution contro equipmer installec onany
type sourct operatiol or duplicate sourct operatiol in exces of the quantity specifiec in Table 45-7A and
summarized below.

Emission Point Equipment Description Emission Limitation
(1.D) (Ib/hr)
001 Storage Silo 31.0
002 Storage Silo 31.0
003 Storage Silo 31.0
004 Storage Silo 31.0
005 Storage Silo 31.0
006 Storage Silo 31.0
007 Storage Silo 31.0
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008 Storage Silo 31.0
009 Storage Silo 31.0
010 Storage Silo 31.0
011 Storage Silo 31.0
012 Continuous fill Stations 1-6, 4/ Rail Car Unloading 31.0
Surge Bin, Elevator
013 Crusher, Rail Car Load Vent, Storage Bin at Track, 31.0
Elevator, Conveyor
014 Baghouse #1, #1 Mill Elevator, #1 Coke Elevator & 31.0
Associated Equipment
015 Baghouse #2, Coke Flour Bin, Coke Particle Bin 13.6
016 #1 Mill Baghouse, Mill Cyclone 8.0
017 #2 Mill Baghouse, Mill Cyclone 8.0
018 Baghouse #3Ramond Mill & Mill Cyclone 8.0
020 Baghouse for Crusher and Rotex 16
021 Pitch Airveyor Receiver/ Pencil Pitch Receiver Bin 32.2
022 #3 Baghouse, Dust and Particle Bins/ Fill Stationg, 28.0
Elevators
023 House Air Veyor 28.0
024 House Air Veyor 28.0
025 Hopper Bin Vent 10.0
026 Baghouse for Charge Ports and Rail Load Out/ Dyst 32.2
Rolloff/ Super Sack Loading
030 40" Press Coolers and Mixers, Press Vacuum Pump 13.78
/Discharge Chute/Conveyor Belt
031 PGW Press System/ Mold Filling Hood/ Belt 9.02
Conveyor
G50/90 System, Mixers,Conveyors, Loading stations,
CHP Chiper
090 Bld. 3 Hoffman Housekeeping Vac. System 2.4
091 Pitch Receiver Bin Vent 6.0
092 Air Classifying Mill Receiver Bin 6.0

[45CSR§7-4.1]
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12.2.

12.2.1.

12.2...

Monitoring Requirements

The permitte« shal conduct anannual preventativ maintenanc inspection cleaning replacemen and
refurbishmer asappropriat onall contro equipmer usecto abattPMemission subjecto 45CSR’limitations

in order to assure the designed removal efficies are maintained. Records shall be maintained on sita fo
perioc of nalessthar five (5) years which state the date anc time preventativ maintenanc activities occur the
result: of the preventativ maintenanc and if applicable all corrective actionstaken These records shall also
reflect any non-routinemaintenanc conducte in additior to the preventativ maintenanc activities specified
above.

[45CSR§30-5.1.c.1.1.

In ordel to assur complianci with the PM emissiol limits establishe by 12.1.5 for the (2) dust injection
baghouse correspondin to emissiol points (03C anc 031) the permittecshal monitol anc recorcal leas once
peloperato shift, the pressur drog acros eacl baghous (ID 03Canc 031, wher in operatior In the event the
parametri monitorin¢describe aboveresult:in a paramete measureme outside the range establishe as part
of the 12.3.2 testing requirements, the permittedl slocument it ash deviation in accordance with 12.4.3.

Deviation:are not necessariladeterminatio of noncomplianc with the emissioilimits establishe by 12.1.5.,
howeve eacl deviatior shal triggei ar inspectiol of the contro equipmen whichinclude: a visible emissions
check as well as initiate the recordkeeping requéngs of 12.4.3.

In additior to the parametri monitoring describe above the permitte¢ shal alsc operat the dus' injection
system in accordance with the following work preetstandards.

a.) The programmabl logic controllel (PLC) shal monitor dust levels in the main dust supply
bin anc the mas: flow bin on eact collectoi (ID 03Canc031) When the PLC receives a low
dus level signa from any of the bins in the dust injection system, an alarm condition is
indicated at the operator interface. The alarm pitshilitiation of any new batching
operations for any systems serviced by the cod&wvices referenced above.

b.) At least monthly dust amounts removed from the sysball be recorded in order to
determini the amoun of makeu| dus adde« to eact baghous corresjonding to emission
points (ID 030 and 031)

c.) The dust injection rate into ez baghous via its respectiv mass flow bin and main supply
dus bin shal be documente durinc the performanc tes in accordance with 12.3.2. and
maintained accordingly for establishing minimum geints .

d) The positior of the make up air damper shal be documente durinc the performanc tes in
accordance with 12.3.2. and maintained accorditigpughout normal operations.

e.) Until suct time as performanc testing parametel are establishec GrafTech’ best
management practices for pressure drop acrossbagtiouse is established as follows:
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3<AP< 10inches W.C.
[45CSR830-5.1.c.1.f].

12.2.3. Inordeitoassur complianciwith the 1.0€1b/hr PM limit establishe by 12.1.1 the permitte«shal monitorand
recorcthe pressur drog acros the baghous ID (019 ai leas once pel operato shift wher in operatior In the
event the parametric monitoring described aboveltes a parameter measurement outside of the best work
practice range establishe below the permitte« shal documer it as a deviation in accordance with 12.4.3.
Deviation:are noi necessariladeterminatio of noncomplainc with the emissioilimit of 12.1.1 howeve each
deviatior shal trigge! ar inspectiol of the contiol equipmer as well as the recordkeepin requirement of
12.4.3.

UCARSs Best Work Practice Operating Range @lefta P) < 11 inches W.C.

[45CSR§30-5.1.c.1.1.

12.3. Testing Requirements

12.3.1. Compliance with the opacity standard, 12.1.3.,Isf@bemonstrated by conducting monthly 40CFR60
Appendix A, Method 22 visible emission tests in@dance with the methods and schedule specified by
3.3.2 of this permit.

[45CSR830-5.1.c.B.1., Emission Point IDS (All)]

12.3.2. The permittee shall conduct stack testing on e&dheodust injected baghouses (ID 030 and 031 atey |
than June 30, 2008. The testing shall evaluatetante with the PM emission limitation defined 1¥.1.5
as well as to define POM control efficiencies. Tégting shall be designed to speciate and quahgfy
amount of PM released as POM to the atmosphere.téldt methods employed shall include, but not
necessarily be limited to the following: SW-846 Meds 0010, 8270, and 3542. Prior to conducting suc
testing the permittee shall submit a testing proitémllowing the guidelines set forth under 45CSR73aid
testing protocol shall be approved by the Direpigor to conducting such testing. Provided the qranfince
test demonstrates compliance with all applicablession limitations then the control parameter range
documented during the test shall be used to defwations and the work practice standards per22a?.
this permit. All stack test results shall be repdrto the Director of the West Virginia Divisiof Air
Quality within 60 days of completing stack measueats.

All relevant process data such as process weitgd,reaw materials utilized, batch times, filteegsure
drops,dust injection/makeup rates/times, damper positi@t/baghouse temperatu, etc. shall be defined
with respect to percent of maximum potential whetevant in the protocol as well as documentednguri
the performance test. The testing protocol shoiddugs the relationship between the monitored petens
and compliance with emission limitations as welldmt possible ranges compliance is expected to be
maintained. It is important to note that the eissesting shall be conducted under practical aiey
conditions that result in the highest loading & #ssociated control equipment.

[45CSR8§30-5.1.c.B.1., Emission Point IDS (0, 031)]

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006 Revised: June 9, 2009
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12.4.

12.4.1.

12.4.2.

12.4.3.

12.4.4.

12.4.5.

Recordkeeping Requirements

The permittee shall maintain records quantifying @imount of material collected by air pollution toh
equipment in order to estimate actual emissionsdas manufacturer’s guaranteed control efficientyis
estimate of actual emissions shall serve to dematastompliance with the PM emission limits of 13,1
with the exception of thDust Injection Baghousewhich are required to conduct performance testing t
define additional continuous compliance parametesscordance with 12.3.2

[45CSR§30-5.1.c.1.B.]

Records of all monitoring activities reqdirgithin section 12.2.2. or 12.2.3. above shalizéntained and
kept up to date. Additionally, all control equipnt downtime for maintenance shall be document8did
records shall be made available and certified trgsponsible official” upon request of the Directora
duly authorized representative.

[45CSR§30-5.1.c.1.B.]

In the event of a control parameter dewuiati® defined bsection 12.2.2. or 12.2.3., the permittee shall
document any corrective actions taken to bringstrstem back within an acceptable operating rangectis
as any measures taken to mitigate excess emisgiorgdhe deviation, such as interlock sequencdsaay
actions taken to prevent a reoccurrence. Eaclatienireport shall include the date and time trenewas
observed in addition to the time in which the pastenwas brought back into an acceptable rangeséh
records shall be made available and certified trgsponsible official” upon request of the Directora
duly authorized representative.

[45CSR§30-5.1.c.1.B.]

The G50/90 production process shall mairadayg to record the weight of “green” carbonacemirs
product as well as the daily hours of productidiese records shall be summarized into monthlyrtepo
confirm compliance with the 2000 pounds per hauitétion of 12.1.2. Compliance with this limit $hiae
based on a daily average and the monthly sumnsttedsdocument each daily average while highlightin
the highest hourly average for the month as wedlgsexceedences of the 12.1.2 limit. These racshéll
be made available and certified by a “responsiHieial” upon request of the Director or a duly hatized
representative.

[45CSR§30-5.1.c.1.B.]

A log shall be maintained which quantifies &mount of green mix processed through mixe¥a,(30B,

32A, 32B, 33A, 33B, 34A, 34B, 35A, 35B, 19C, and)%$ummarized on an annual basis. These records
shall be made available and certified by a “resjmaofficial” upon request of the Director or algu
authorized representative.

[45CSR§30-5.1.c.1.B.]

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006> Revised: June 9, 2009
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12.5.

12.5.1.

Reporting Requirements

Due to unavoidable malfunction of equipment, emissiexceeding those set forth in 45CSR7 may be
permitted by the Director for periods not to excésu (10) days upon specific application to thesbiior.
Such application shall be made within twenty-fa2g)(hours of the malfunction. In cases of major
equipment failure additional time periods may benged by the Director provided a corrective progheas
been submitted by the owner or operator and apdrbyehe Director.

[45CSR§7-9.1]

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006> Revised: June 9, 2009
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Attachment A - Emission Limitations - UCAR Carbon Company; 033-00001

Emission Maximum Hourly Controlled Emissions®, (lb/hr)
Point / ID#
(@] zZz o o T wn < o 3 > %) o 3 - Zeg
o |o| = z 0 O o) o) = = £ @ o] 3 §a3
* 5 < » @) N o} 3 ® 8 = >
@ > ) > = ] o
> D ) =) -
@ =2
Baghouse / 1.86
082
Canister 0.1
Filter / 083
Canister 0.1
Filter / 084
Cooling Stack 0.1 0.1 .024 0.01
/251
Cooling Stack 0.1 0.1 .024 0.01
1252
Cooling Stack 0.1 0.1 .024 0.01
/253
Cooling Stack 0.1 0.1 .024 0.01
/254
Cooling Stack 0.1 0.1 .024 0.01
/255
Cooling Stack 0.1 0.1 .024 0.01
/256
Cooling Stack 0.1 0.1 .024 0.01
1257
Heat Treat
Oven / 306A
Furnace - 0.7 0.28 0.3 50 0.01
Incinerator
078@
Incinerator® / 15 2.71 15 0.75 0.75 50 0.1 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
080
Incinerator® / 15 271 15 0.75 0.75 50 0.1
081

West Virginia Department of Environmental Protectio Division of Air Quality
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Emission Point / ID# Average Annual Controlled Emissions, (tons/yr)

818|822 |8 |3|¢% |E| /|88 |%|:¢

= 1 1% & |2 3| S |&|8 |3 |8

2 | ° ° s | |1

]

Baghouse / 082 1.63
Canister Filter / 083 0.08 - --- - - . -
Canister Filter / 084 0.08 - - --- - - -
Cooling Stack / 251 0.4 0.4 0.11 0.04 - - - -
Cooling Stack / 252 0.4 0.4 0.11 0.04 - - - -
Cooling Stack / 253 0.4 0.4 0.11 0.04 - - - -
Cooling Stack / 254 0.4 0.4 0.11 0.04 - - - -
Cooling Stack / 255 0.4 0.4 0.11 0.04 - - - -
Cooling Stack / 256 0.4 0.4 0.11 0.04 - - - -
Cooling Stack / 257 0.4 0.4 0.11 0.04 - - - -
Heat Treat Oven/ 30A  --- 0.7§ . - 0.76 - -
Furnace -Incinerator] 0.25 1.01 0.51 0.2% 0.04

078%
Incineratof® / 080 0.9 6.3 0.5 1.0 0.5 6.5 0.44 0.02 0.0p 0.0 0.¢1 0.01 0.01 0.03 0.01

Incineratof® / 081 0.9 6.3 0.5 1.0 0.5 6.5 0.4 - - - - - - - -

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006> Revised: June 9, 2009




Title V Operating Permit R30-03300001-2006M03) Page 77 of 80
GrafTech International Holdings Inc. * Anmooreiity

Attachment B
CERTIFICATION OF DATA ACCURACY

I, the undersigned, hereby certify that, based omformation and belief formed after reasonable

inquiry, all information contained in the attached , represeittiagperiod

beginning and ending , and any supporting documents

appended hereto, is true, accurate, and complete.

Signature!
(please use blue ink)Responsible Official or Authdzed RepresentativeDate

Name & Title
(please print or type)NameTitle

Telephone No.Fax No.

This form shall be signed by a “Responsible Officla’ “Responsible Official” means one of the folloving:

a.For a corporation: The president, secretary, treaurer, or vice-president of the corporation in chage of a
principal business function, or any other person wh performs similar policy or decision-making functons for
the corporation, or a duly authorized representatie of such person if the representative is respongbfor the
overall operation of one or more manufacturing, praluction, or operating facilities applying for or subject to a
permit and either:

(Dthe facilities employ more than 250 persons ordwe a gross annual sales or expenditures exceedBzp
million (in second quarter 1980 dollars), or

(ithe delegation of authority to such representate is approved in advance by the Director;
b.For a partnership or sole proprietorship: a geneal partner or the proprietor, respectively;
c.For a municipality, State, Federal, or other pubic entity: either a principal executive officer orranking
elected official. For the purposes of this part, @rincipal executive officer of a Federal agency icludes the
chief executive officer having responsibility for he overall operations of a principal geographic uriof the

agency (e.g., a Regional Administrator of U.S. EPApr

d.The designated representative delegated with sueuthority and approved in advance by the Director.

West Virginia Department of Environmental Protectio Division of Air Quality
Approved: 03-16-2006> Revised: June 9, 2009
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Attachment C

WV DAQ Response to Company Comments
March 16, 2006

Kenneth E. Curry, PE

Chief Plant Engineer

UCAR Carbon Company Inc.

P.O. Box 2170

Clarksburg, WV 26302

RE: Response to Company Comments

UCAR Carbon Company Inc.
Anmoore Plant
Permit No. R30-03300001-2006

Dear Mr. Curry:

| would like to thank you for the comments receiveabruary 23, 2006. In order to document the emichs that
were reached, the comments as relayed to theV\ plermit engineer are stated below with the refeeensection
from the permit along with the response to eadolésvs:

Comment 1 (Section 7.4.3. pg. 51 MRR for 306-A- Recording the total number of pieoéstock per furnace cycle is
not realistic given that the oven is used for skdrtr dry out cycles as well.

7.4.3. For the walk-in cure furnace (Equipment ID: 306-tie permittee shall keep monthly records of:

- Hours of furnace operation (hours per month)

- Natural gas usage (cubic feet per month)

- Hand-applied GRI coating usage (gallons per month)

- Number of pieces of stock per furnace cycle (#g¢sguer cycle)
- Number of furnace cycles (cycles per month)

The above information shall be maintained on-giteaf period of no less than five (5) years and
made available to the Secretary or his duly autledrrepresentative upon request. Prior to being
submitted to the Secretary, all records shall béfieel and signed by a “Responsible Official”
utilizing the attached Certification of Data Accayastatement, contained herein as Attachment
B.

[45CSR13, Permit Number R13-1540B, (Condition 4.4)&quipment ID (306-A)]

Co. Proposed Change:
1. Delete this provision
2. See proposed MRR for revisions filed for R1%&B to record cement usage per oven cycle for 306-A
addition to existing requirements to record GRhgpd on coating per existing permit requirements.
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DAQ Response 1The 7.4.3 monitoring requirements were found tdgde only to the rigid graphite manufacturing
process which utilizes the 306-A furnace. Thisureement stems from minor source NSR permit R130854
which addresses operations pertaining to rigid lgjta@and not the IHM process encompassed by theZR58B
permit. This furnace was originally permitted un&4.3-1540A to cure a maximum of 6 pieces of prodiucing
each 3 hour furnace cycle. Taking this into actatinere seems to be a discrepancy with what isipted and the
senario you describe as unrealistic, accountinghi®itotal number of stock pieces cured in the aviéimless than
1 hour drying cycles. Therefore, it would not Ipp@opriate to change recordkeeping for the rigapbite
production process to accommodate changes needeel iIHM permit R13-2058. The DAQ agrees that
monitoring cement usage for each cure cycle woalddequate for demonstrating compliance with eonissi
limitations for the IHM process. However, emissiionits for curing IHM product with the 306-A furoa needs to
be developed before any changes to monitoringalanglace. Therefore, the Title V permit cannetite new
limitations and associated monitoring requiremevitsout UCAR first receiving a minor source permit
modification to allow this mode of production undlee relevant 45CSR13 permit. As far as the rigiaphite
permit, R13-1540B, if the number of pieces treat@tin the furnace, as referenced in 7.4.3 of thikeV permit,
is not necessary for quantifying emissions then B@An present this case to the 45CSR13 permittimgpgas a
request for an administrative amendment. The Vitgroup has the ability to streamline requireméotseflect the
most stringent limitations or associated monitorittpwever, if tracking the number of pieces is ogpd, this
would be a relaxation of the recordkeeping requinets not streamlining. To relax such a requireraesgecific
finding needs to be made within a Rule 13 perngttiotion, which provides justification of the chang

Comment 2(Section 12.1.5. pg. 63)s description for scrubber 032 correct?

032 #6 #2 Coke Bed Filter for PGW Press 3.12
System/ Mold Filling Hood/ Belt
Conveyor

DAQ Response z After discussing the details of what is actuakyted to the 032 emission point it was confirmed by
UCAR that only the #6 Coke Bed Filter vents to fisnt and the original draft was in error. Theission unit
table of Section 1 of the permit was also updateetfiect this change.

Comment 3(Section 12.2.3. pg. 65Pelta P is incorrect

12.2.3. In order to assure compliance with the 1.06 IbMrliPnit established by 12.1.1. the permittee shall
monitor and record the pressure drop across thiedosg 1D (019) at least once per operator shiftwhe
operation. In the event the parametric monitodegcribed above results in a parameter measurement
outside of the best wok practice range establistebolv, the permittee shall document it as a deoaiti
accordance with 12.4.3. Deviations are not neciégsadetermination of noncomplaince with the
emission limit of 12.1.1, however each deviatioalktrigger an inspection of the control equipmast
well as the recordkeeping requirements of 12.4.3.
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UCARSs Best Work Practice Operating Range < (8elta P) - 2inches W.C.
[45CSR830-5.1.c.1.1].

Co. proposed change Change range to read 0.5 < delta P <3 inches W.C.

Response 3After discussions with UCAR the DAQ agrees thas tlsinge should be changed based on manufacture’s
specifications.

Comment 4 (Section 12.4.5. pg. 66)New requirement for grand fathered source.

12.4.5. A log shall be maintained which quantifies &mount of green processed through mixers (308,
31A, 31B, 32A, 32B, 33A, 33B, 34A, 34B, 35A, 35, and 19D) as well as the hours of production.
These records shall be made available and cerbfjeal“responsible official” upon request of therdgitor
or a duly authorized representative.
[45CSR830-5.1.c.1.B.]

Co. Proposed Change Delete this requirement as total “green” produetper/yr is already monitored for AEI (annual
emissions inventory) purposes and total numberipémntycles is back calculated from that number.

Response 4After discussions with UCAR, an agreement was adiat to remove the hours of production tracking) an
focus on the amount of production conducted onmerual basis since the primary intent of this rekeegping
requirement was to obtain production data, whighlmaused to verify that POM emissions do not exddketons
annually for major source HAP applicability. Theguirement was changed to the following:

12.4.5. A log shall be maintained which quantifies &mount of green mix processed through mixe¥a,(30B,
31A, 31B, 32A, 32B, 33A, 33B, 34A, 34B, 35A, 3580, and 19Dsummarized on an annual basis.
These records shall be made available and cerbfjeal“responsible official” upon request of therdgitor
or a duly authorized representative.
[45CSR830-5.1.c.1.B]

Sincerely,

Jesse Hanshaw, PE
Title V Permit Engineer



